
 

 
 

 

 

 

 

 

 

 

 

 

 

 

Aldelo For RestaurantsÊ 

User Manual 
 



 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 



 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

 

PUBLISHED BY 

Aldelo Systems Inc. 

4641 Spyres Way, Suite 4 

Modesto, CA 95356 

 

Copyright © 1997-2007 by Aldelo Systems Inc. 

 

 

All rights reserved. No part of the contents of this book may be reproduced or transmitted in any 

form or by any means whatsoever without the express written permission of the publisher. 

 

 

Printed and Bound in the United States of America. 

 

 

This manual is available through Aldelo Systems Inc. and resellers worldwide. For further 

information about other languages that the manual may be translated into, please contact Aldelo 

Systems Inc. or visit our Web site at www.aldelo.com. Send comments about this manual to 

contact@aldelo.com 

 

Aldelo
®
 is the registered trademark of Aldelo Systems Inc. Other products or company names 

mentioned herein may be the trademarks of their respective owners. 

 

The example companies, organizations, products, logos, people, places, and events depicted herein 

are fictitious. No association with any real company, organization, product, logo, person, place, or 

event is intended or should be inferred. 

http://www.aldelo.com/
mailto:contact@aldelo.com


 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

IV 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

V 

PART 1 GETTING STARTED __________________________________ 1 

Chapter 1 POS Hardware ________________________________________________________ 3 
Server Computer ______________________________________________________________ 3 

What Defines the Server _______________________________________________________ 3 
Minimum/Recommended Requirements __________________________________________ 3 
Software on the Server ________________________________________________________ 4 

Client Computer _______________________________________________________________ 4 
What Defines the Client Computer ______________________________________________ 4 
Minimum/Recommended Requirements __________________________________________ 5 
Software on the Client ________________________________________________________ 5 

Touch Screens ________________________________________________________________ 5 
All -In-One Terminals _________________________________________________________ 5 
Touch Monitors _____________________________________________________________ 5 

Printers ______________________________________________________________________ 5 
Interfaces __________________________________________________________________ 6 

Serial____________________________________________________________________ 6 
Parallel __________________________________________________________________ 6 
Ethernet _________________________________________________________________ 7 
USB ____________________________________________________________________ 7 

Printer Roles __________________________________________________________________ 8 
Receipt ____________________________________________________________________ 8 
Kitchen ____________________________________________________________________ 8 
Bar _______________________________________________________________________ 8 
Label ______________________________________________________________________ 8 
Report _____________________________________________________________________ 8 

MSR Readers _________________________________________________________________ 9 
Keyboard Interface ___________________________________________________________ 9 
USB Interface _______________________________________________________________ 9 
Serial Interface ______________________________________________________________ 9 

Pole Displays _________________________________________________________________ 9 
Command Set _______________________________________________________________ 9 
Serial ____________________________________________________________________ 10 

Cash Drawers ________________________________________________________________ 10 
Printer Driven ______________________________________________________________ 10 
Serial ____________________________________________________________________ 10 

MICR Readers _______________________________________________________________ 10 
Keyboard Interface __________________________________________________________ 10 

Barcode Readers ______________________________________________________________ 11 
Keyboard Interface __________________________________________________________ 11 
USB Interface ______________________________________________________________ 11 

Weight Scale ________________________________________________________________ 11 
Caller ID ____________________________________________________________________ 11 
Coin Changer ________________________________________________________________ 11 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

VI  

Chapter 2 Network Hardware ___________________________________________________ 13 
Physical Network _____________________________________________________________ 13 

Cabling ___________________________________________________________________ 13 
Hardware _________________________________________________________________ 13 

NIC Cards ______________________________________________________________ 13 
Hubs ___________________________________________________________________ 14 
Switches ________________________________________________________________ 14 
Routers _________________________________________________________________ 14 
Wireless Access Points ____________________________________________________ 14 

Assembling Your Network _____________________________________________________ 15 
Starting the Network ________________________________________________________ 15 

Chapter 3 Network Software ____________________________________________________ 17 
Configuring Windows

®
 for Networking ___________________________________________ 17 

Windows
®
 XP Pro __________________________________________________________ 17 

Testing Your Network _________________________________________________________ 18 

Chapter 4 POS Hardware Setup__________________________________________________ 19 
Setting Up the Terminal ________________________________________________________ 19 
Setting Up the POS Printers _____________________________________________________ 19 

Windows
®
 XP Pro __________________________________________________________ 19 

Sharing Printers in Windows
®
 XP Pro _________________________________________ 20 

Testing the POS Printers _______________________________________________________ 20 
Setting Up the Cash Drawer _____________________________________________________ 21 

Printer Driven ______________________________________________________________ 21 
Serial ____________________________________________________________________ 21 

Setting Up the Customer Display _________________________________________________ 21 
Setting Up the MICR Reader ____________________________________________________ 22 

Keyboard Interface __________________________________________________________ 22 
USB Interface ______________________________________________________________ 22 

Setting Up the MSR Reader _____________________________________________________ 22 
Keyboard Interface __________________________________________________________ 22 
Serial Interface _____________________________________________________________ 22 
USB Interface ______________________________________________________________ 22 

Setting Up the Barcode Reader __________________________________________________ 23 
Setting Up the Coin Changer ____________________________________________________ 23 
Setting Up Caller ID __________________________________________________________ 23 

Modem ___________________________________________________________________ 23 
Multi -Line Caller ID Device __________________________________________________ 23 

PART 2 SOFTWARE INSTALLATION AND CONFIGURATION ______ 25 

Chapter 5 Software Setup _______________________________________________________ 27 
Installing Aldelo For Restaurants _________________________________________________ 27 
Adjusting Windows

®
 __________________________________________________________ 28 

Proper Screen Resolution _____________________________________________________ 28 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

VII  

 

16 Bit Color Palette or Better __________________________________________________ 28 
Small Font 96 DPI __________________________________________________________ 29 
Keep the Taskbar on Top of Other Windows Taskbar option _________________________ 29 
Setting the Taskbar to Auto Hide _______________________________________________ 29 

Multiple Languages ___________________________________________________________ 30 
Supported Languages and Special Multilingual Capabilities __________________________ 30 
Language Settings in Windows

®
 XP Pro _________________________________________ 30 

Adding Chinese in Windows
®
 XP Pro _________________________________________ 31 

Spanish ALT codes _________________________________________________________ 31 
Adding a New Font to Windows

®
. ______________________________________________ 31 

Registering & Activating Aldelo For Restaurants ____________________________________ 32 
Internet Registration _________________________________________________________ 33 
Software Activation _________________________________________________________ 33 

Sharing the Database Folder _____________________________________________________ 34 
Sharing in Windows

®
 XP Pro __________________________________________________ 34 

Selecting a Database ___________________________________________________________ 34 
Creating a Database _________________________________________________________ 35 
Connecting to a Database over the Network ______________________________________ 36 

Information Data Entry ________________________________________________________ 37 
General Settings ____________________________________________________________ 37 
How To Convert Control Codes ________________________________________________ 42 
Code Conversion Chart ______________________________________________________ 43 
Table Setup ________________________________________________________________ 45 
Employee Setup ____________________________________________________________ 48 
Menu Setup _______________________________________________________________ 54 
Inventory Setup ____________________________________________________________ 73 

PART 3 SOFTWARE OPERATION _____________________________ 83 

Chapter 6 Opening Procedures ___________________________________________________ 85 
Time Cards __________________________________________________________________ 85 

Clocking In ________________________________________________________________ 85 
Viewing Your Schedule ______________________________________________________ 86 
Earnings Report ____________________________________________________________ 86 
Register a Pager ____________________________________________________________ 86 

Starting Your Bank ____________________________________________________________ 87 
Starting Staff Bank __________________________________________________________ 87 
Cashier In _________________________________________________________________ 87 

Chapter 7 Hostess Procedures ____________________________________________________ 91 
Reservations _________________________________________________________________ 91 

Creating A Reservation ______________________________________________________ 91 
Changing A Reservation _____________________________________________________ 92 
Checking In A Reservation ___________________________________________________ 92 

Waiting List _________________________________________________________________ 92 
Add A Customer to the Waiting List ____________________________________________ 93 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

VIII  

 

Check In the Customer _______________________________________________________ 93 
Assigning a Table _____________________________________________________________ 93 

Chapter 8 Dine-In Orders _______________________________________________________ 95 
Order Entry _________________________________________________________________ 95 

Adding Items ______________________________________________________________ 97 
Voiding Items ______________________________________________________________ 97 
Re-Ordering Items __________________________________________________________ 98 
Holding Items ______________________________________________________________ 98 
Releasing the Hold _________________________________________________________ 101 
Splitting an Order __________________________________________________________ 101 
Combine Orders ___________________________________________________________ 101 
Ordering a Half ___________________________________________________________ 102 
Item Details ______________________________________________________________ 102 
Ordering Multiple Quantity __________________________________________________ 102 
Applying Discounts ________________________________________________________ 102 
Applying Surcharges _______________________________________________________ 103 
Applying Credits __________________________________________________________ 103 
Changing the Order Type ____________________________________________________ 104 
Adding a Customer Name to an Order __________________________________________ 104 
Changing the Number of Guests on the Check ___________________________________ 104 
Changing the Table Number of the Check _______________________________________ 104 
Recall Another Check on the Same Table _______________________________________ 104 
Changing Seat Numbers in Order Entry_________________________________________ 105 

MISC Button _______________________________________________________________ 105 
Change Price _____________________________________________________________ 106 
Assign Seats ______________________________________________________________ 106 
Clear Order _______________________________________________________________ 106 
No Sale __________________________________________________________________ 106 
Change Server ____________________________________________________________ 106 
Gratuity _________________________________________________________________ 106 
Cust. Lookup _____________________________________________________________ 107 
Recall Order ______________________________________________________________ 107 
Create Labels _____________________________________________________________ 107 
Retail Screen _____________________________________________________________ 107 
Tax Exempt ______________________________________________________________ 108 
No Kitchen / Bar __________________________________________________________ 108 
To Secondary Language _____________________________________________________ 108 
Lock Screens _____________________________________________________________ 108 

Modifier System _____________________________________________________________ 108 
Normal Modifiers __________________________________________________________ 108 
Manual Modifiers __________________________________________________________ 109 
Forced Modifiers __________________________________________________________ 110 
Modifier Builder Template __________________________________________________ 110 

Pizza Builder System _________________________________________________________ 111 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

IX 

Chapter 9 Bar Tab Orders _____________________________________________________ 113 
Order Entry for Bar Tab _______________________________________________________ 113 

Create a New Bar Tab ______________________________________________________ 113 
Setting Up Bar Tab Efficiency ________________________________________________ 113 

Chapter 10 Take Out Orders ___________________________________________________ 115 
Order Entry for Take Out ______________________________________________________ 115 

Creating a New Take Out Order _______________________________________________ 115 

Chapter 11 Drive-Thru Orders  __________________________________________________ 117 
Order Entry for Drive-Thru ____________________________________________________ 117 

Creating a New Drive-Thru Order _____________________________________________ 117 
Marking a Drive-Thru Order as Complete _______________________________________ 117 

Chapter 12 Delivery Orders ____________________________________________________ 119 
Order Entry for Delivery ______________________________________________________ 119 

Creating a Delivery Order ___________________________________________________ 120 

Chapter 13 Delivery Procedures _________________________________________________ 121 
Assigning a Delivery Order ____________________________________________________ 121 

Using the Default Delivery Assignment Procedures _______________________________ 121 
Driver Dispatch Screen Assignment Procedures __________________________________ 121 

Using Delivery Directions and Route Planning _____________________________________ 122 
MapPoint Integration Setup __________________________________________________ 122 
Using MapPoint Integration __________________________________________________ 122 

Viewing Delivery Order Status _________________________________________________ 123 
Using the Delivery Status screen ______________________________________________ 123 

Chapter 14 Quick Service ______________________________________________________ 125 
Using the Quick Service Screen _________________________________________________ 125 

Chapter 15 Recall Procedures ___________________________________________________ 127 
Recall Operations ____________________________________________________________ 127 

Batch Transfer ____________________________________________________________ 127 

Chapter 16 Void Procedures ____________________________________________________ 129 
Void Operations _____________________________________________________________ 129 

Chapter 17 Cashier Operations _________________________________________________ 131 
No Sale ____________________________________________________________________ 131 
Pay Out ____________________________________________________________________ 131 

General Payout ____________________________________________________________ 131 
Wage Advance ____________________________________________________________ 131 
Manager Cash Out _________________________________________________________ 132 

Issuing Refunds _____________________________________________________________ 132 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

X 

Chapter 18 Gift Card Procedures________________________________________________ 133 
Issuing Gift Cards ___________________________________________________________ 133 
Recharging Gift Cards ________________________________________________________ 134 
Checking Balances ___________________________________________________________ 134 

Chapter 19 Order Settlement Procedures _________________________________________ 135 
Cashier Settle Operations ______________________________________________________ 135 

Settling in the Main POS screen ______________________________________________ 135 
Cash __________________________________________________________________ 136 
Check _________________________________________________________________ 136 
Credit Card _____________________________________________________________ 136 
ATM / Debit Card _______________________________________________________ 136 
Gift Certificate __________________________________________________________ 136 
House Account __________________________________________________________ 136 
Complementary _________________________________________________________ 137 
Room Charge ___________________________________________________________ 137 

Settling in the Order Entry screen _____________________________________________ 137 
Settling Using Staff Bank______________________________________________________ 137 
Settling Using Driver Money Drop ______________________________________________ 138 

Chapter 20 Closing Procedures _________________________________________________ 139 
Closing the Cash Drawer ______________________________________________________ 139 

Quick Sign Out____________________________________________________________ 139 
Closing Your Staff Bank ____________________________________________________ 140 

Clocking Out _______________________________________________________________ 140 
Running A Closing Report _____________________________________________________ 140 

Chapter 21 Manager Operations ________________________________________________ 143 
Time Cards _________________________________________________________________ 143 

Editing Time Cards ________________________________________________________ 143 
Orders _____________________________________________________________________ 143 

Reverting or Re-Opening an Order ____________________________________________ 143 
Cash Drawers _______________________________________________________________ 144 

Reverting or Re-Opening a Cash Drawer________________________________________ 144 
Operations Center ___________________________________________________________ 144 

Receive Payments Section ___________________________________________________ 144 
Pay In-House Charges ____________________________________________________ 144 
Pay Bad Checks _________________________________________________________ 145 
Auto Pay All Open Deliveries ______________________________________________ 145 

Revenue Center Section _____________________________________________________ 145 
Closing Report __________________________________________________________ 146 
Next Day Transfer _______________________________________________________ 146 
Bank Liability Report _____________________________________________________ 146 
Register Report _________________________________________________________ 146 
Bank Deposit ___________________________________________________________ 146 
Gift Certificate List ______________________________________________________ 146 
Cust. Credit List _________________________________________________________ 147 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

XI  

 

Order Pmt List __________________________________________________________ 147 
Bad Check List __________________________________________________________ 147 
Daily Receipt Summary ___________________________________________________ 147 
Re-Open Cashier Out _____________________________________________________ 147 

Reverting or Re-Opening a Cash Drawer ________________________________________ 148 
Re-Open Deposit ________________________________________________________ 148 

Frequent Diner Section ______________________________________________________ 148 
New Freq. Diner _________________________________________________________ 148 
Track Order ____________________________________________________________ 149 
Redemption ____________________________________________________________ 149 
Freq. Diner Acct. List _____________________________________________________ 149 

In-House Charge Section ____________________________________________________ 149 
Maintain In-House Accounts _______________________________________________ 149 
Create In-House Statement _________________________________________________ 150 
In-House Account List ____________________________________________________ 150 
Customer Files __________________________________________________________ 150 

Inventory Activities Section __________________________________________________ 150 
Shopping List ___________________________________________________________ 150 
New PO (Purchase Order) _________________________________________________ 150 
Review PO _____________________________________________________________ 151 
Receive Items ___________________________________________________________ 151 
Phy. Count Sheet ________________________________________________________ 152 
Phy. Inv. Count __________________________________________________________ 152 
Inv. Prep. Forecast _______________________________________________________ 152 
Inventory Items__________________________________________________________ 152 
Menu Recipe ___________________________________________________________ 153 

Other Tools Section ________________________________________________________ 153 
Caller ID Log ___________________________________________________________ 153 
Caller ID Switch _________________________________________________________ 153 
Customer Incidents _______________________________________________________ 153 
Assign Table ____________________________________________________________ 153 
To Training Mode _______________________________________________________ 153 

Edit Work Schedule ________________________________________________________ 154 
Add Cash To Bank _______________________________________________________ 154 
Calculator ______________________________________________________________ 154 
Emp. Still Working _______________________________________________________ 154 
Driver Summary _________________________________________________________ 154 
Open Order Report _______________________________________________________ 154 
Menu Item Sales By Category ______________________________________________ 154 
Sales By Category Report _________________________________________________ 154 
Sales By Menu Item Report ________________________________________________ 154 
Server Gratuity Report ____________________________________________________ 154 

Chapter 22 Maintenance Activities _______________________________________________ 155 
General Activities ____________________________________________________________ 155 

Pay Employees ____________________________________________________________ 155 
New Local E-Mail _________________________________________________________ 155 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

XII  

 

Review Local E-Mail _______________________________________________________ 156 
Video Surveillance Control Center ____________________________________________ 156 
Video Surveillance Review Browser ___________________________________________ 156 
Create Menu Item Labels ____________________________________________________ 157 
Maintain Pay Outs _________________________________________________________ 157 
Maintain Manager Cash Outs _________________________________________________ 157 
Global Menu Item Price Change ______________________________________________ 158 
Export Menu Item Sales _____________________________________________________ 158 

Customer Activities __________________________________________________________ 159 
Maintain Customer Records __________________________________________________ 159 
Create Customer Address Labels ______________________________________________ 159 
Maintain In-House Charge Accounts ___________________________________________ 160 
Create In-House Charge Statements ___________________________________________ 160 
Maintain Frequent Diner Accounts ____________________________________________ 160 
Maintain Frequent Diner Tracking _____________________________________________ 161 
Maintain Customer Credits __________________________________________________ 161 
Maintain Gift Certificates ___________________________________________________ 161 
New Bad Check ___________________________________________________________ 162 
Follow Up Bad Check ______________________________________________________ 162 

Inventory Activities __________________________________________________________ 162 
New Purchase Order _______________________________________________________ 162 
Review Purchase Order _____________________________________________________ 162 
Create PO From Shopping List _______________________________________________ 162 
Create Inventory Item Labels _________________________________________________ 162 
Receive Inventory Items ____________________________________________________ 163 
Physical Inventory Count ____________________________________________________ 163 

Maintenance Activities________________________________________________________ 163 
Monitor Client Connections __________________________________________________ 163 
Remove All Access Denied Logs______________________________________________ 164 
Remove All Caller ID Logs __________________________________________________ 164 
Remove All Customer Names From Orders _____________________________________ 164 
Remove All Redeemed Gift Certificate MSR Card Information ______________________ 164 
Remove Prior Manager Cash Outs _____________________________________________ 164 
Remove Prior Reservations __________________________________________________ 164 
Delete Master Data _________________________________________________________ 164 
Refresh Cumulative Grand Total ______________________________________________ 165 

Third Party Add Ins __________________________________________________________ 165 
New ____________________________________________________________________ 165 
Calculator ________________________________________________________________ 165 
Notepad _________________________________________________________________ 165 

Chapter 23 Database Maintenance  Database & Support Files ________________________ 167 
Database Engine Used ________________________________________________________ 167 
Database Recommended Limits _________________________________________________ 168 
Compact Database ___________________________________________________________ 168 
Jet Compact Utility __________________________________________________________ 168 
Backup Database ____________________________________________________________ 168 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

XIII  

 

Chapter 24 Import/Export  _____________________________________________________ 169 
Exporting Data ______________________________________________________________ 169 
Import Data ________________________________________________________________ 169 
Import New Resource Database _________________________________________________ 169 
Exporting Reports____________________________________________________________ 169 

Chapter 25 Reports ___________________________________________________________ 171 

PART 4 APPENDIX ________________________________________ 251 

Chapter 26 Field Name Descriptions _____________________________________________ 253 
Store Settings _______________________________________________________________ 254 
Security Settings _____________________________________________________________ 286 
Station Settings ______________________________________________________________ 294 
Advanced Settings ___________________________________________________________ 302 

 

 

 

 

 

 

 



Table of Contents 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

XIV  



Introduction  

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

XV 

 
Introduction 
 

 

Aldelo For Restaurants software solution covers your restaurant operations with a full array of 

features. Whether you are looking to automate your order entry and cash register procedures, 

prevent employee mistakes, prevent cash drawer shortages, improve inventory tracking, start 

offering in-house charge accounts, start offering a frequent diner program, or to start tracking 

customer sales history, you have chosen the right solution to do the job! 

 

Aldelo For Restaurants software solution is affordable and feature rich. Besides the capability as a 

full -featured restaurant point of sale system, the following features are also included at no additional 

cost: 

 

Inventory Management Module with Auto Depletion By Sales Capability 

Gift Certificate Sales, Tracking, and Redemption Module 

Customer Credit Voucher, Tracking, and Redemption Module 

In-House Charge Account and Billing Statement Creation Module 

Frequent Diner Module with Customized Automatic Reward Creation 

Microsoft® MapPoint 2004Ê Mapping Software Integration 

Up to 8 line Caller ID Monitoring 

Full featured Reservation and Waiting list Module. 

Staff and Customer Paging 

Video Surveillance Snapshot Feature 

Localization Manager with 100% Multilingual Support 

Quick Service Screen for Fast Food Operations 

Remote Support Feature for Quick Problem Resolution 

 

These modules would normally cost hundreds or even several thousands more with our competitorsô 

packages. However, at Aldelo Systems Inc., we believe in providing a complete package at an 

affordable price, enabling you with the technology that will propel your restaurant business to new 

levels! 

 

The Aldelo For Restaurants software solution is extremely user friendly and very simple to learn. 

However, we still feel that a complete manual that covers every feature in the software is necessary. 

In order to take full advantage of our software system, we strongly recommend that you take the 

time to read this manual before diving into our software solution. 
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The Structure of the Manual 
 

This manual is divided into parts and chapters in order to help you better focus on the key topics. 

You are not required to have prior knowledge of any restaurant point of sale software to use this 

manual. We are assuming that you are diving into the world of automated POS solutions for the first 

time. This manual will attempt to teach you everything that you need to know about using our POS 

software solution. 

 

We strongly recommend that you install Aldelo For Restaurants on a computer and try the 

procedures defined in the manual. 

 

To help you read this manual faster, we have introduced several standard conventions  that will help 

you distinguish actions, names, and other topics from the normal content.  The following are the 

conventions used in the manual: 

 

Element Meaning 

Bold Any reference to feature names will be show in Bold.  

 

ñQuotesò Any reference to a button name will appear in ñquotesò (e.g. 

click the ñEnterò button.). 

 

Location Path The shorthand notation used to navigate through the software 

will t ake the following form: Name > Name > Name where 

Name can be a button, menu item, tab, etc.  For example Back 

Office > Setup > General Settings > Cash Trays represents 

directions to the window used to define your cash trays. 
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Chapter 1 
POS Hardware 
 

Congratulations on purchasing your new POS system! You have taken another step in becoming a 

successful restaurant entrepreneur. In this chapter, we introduce you to the different types of 

hardware that may be present in your restaurant. We also discuss the pros and cons of each type of 

hardware, to help minimize mistakes when performing the system setup. 

 
Server Computer 
 

In a POS environment, one computer is responsible for maintaining the software database. This 

computer is usually faster than the other computers in the network. In situations where there is only 

one computer in the POS network, that computer acts as the server. Servers come in many shapes 

and sizes. They are not necessarily computers with enterprise level software and hardware. Most of 

the time, the server is simply the central location for the stored database information and 

management functions. 

What Defines the Server 

In Aldelo For Restaurants, the server holds the database that all other terminals connect to when 

performing transactions. It does not require any special operating system or hardware to be 

considered the server computer. Once a database is created on the computer and other terminals 

connect to that database, the computer is considered the database server. When calling Aldelo 

Systems Inc. for technical support, our staff will ask which computer is the database server when 

dealing with database related issues. 

 

The server is also responsible for maintaining time synchronization between the client stations and 

the server. If one of your client machines has a different time than the server time, the server will 

change the client time to match. This is an important function, since all reports are based on the 

date/time stamp of each transaction. 

 

Note:  Time Synchronization requires the TCP settings in the Back Office be set up. 

Minimum/Recommended Requirements  

The requirements for computer software and operating systems change as fast as new hardware and 

software is released. Most of the time, minimum requirements for software are determined by the 

operating system. Obviously, we cannot run Aldelo For Restaurants on any system with less than 

the minimum requirements listed for the operating system since the operating system needs AT 

LEAST this minimum amount of system resources. This is considered a baseline when determining 

your systemôs speed requirements. These minimum requirements are meant to give you an 

understanding of what is required for the system to run. They are not meant as a guideline for 

purchasing a system. The minimum requirements for Aldelo For Restaurants can be found on the 

website at www.aldelo.com. 

http://www.aldelo.com/
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When purchasing a system, use the hardware recommendations to find the right hardware for your 

system. These specifications are Aldelo System, Inc.ôs recommendations for the system to perform 

to the standards needed in the environment for which they were designed. Anything less than the 

recommendation and the customer may experience performance that is slower than expected. The 

recommended system requirements of Aldelo For Restaurants can also be found at 

www.aldelo.com.  

 

 

Tech Tip:  When running several applications at once, monitor your RAM use. 

When using Windows
®
 XP Pro, there are two things to watch for under the Task 

Manager > Performance Tab: Physical Memory Total and Commit Charge 

Total. If  your Commit Charge Total is ever greater than your Physical Memory 

Total, install more RAM. To access the Task Manager, press 

CTRL+ALT+DELETE and click Task Manager. 

Software on the Server 

In any network environment, the server computer is responsible for many different tasks. So far, the 

server computer in our POS network is responsible for holding the database and allowing other 

systems to connect to it. Along with these tasks, the server can also be used to run programs that 

complement Aldelo For Restaurants. These programs include but are not limited to, Aldelo 

Database Manager, Aldelo Gift Card Server (if purchased), Aldelo Polling Server (if purchased), 

Aldelo Localization Manager, Aldelo For Restaurants Wireless (if purchased), Aldelo Fingerprint 

Server, Aldelo Kitchen Display Server, Aldelo Hotel Integrator, and other third party applications. 

 

Each of these programs has its own system requirements. One common system requirement is an 

internet connection on the server computer. This is required for many of the programs mentioned 

above.   

 

 

Tech Tip:  Troubleshooting is easier if all network systems are connected to the 

internet. This allows technicians at Aldelo Systems Inc. to connect to the 

customerôs system remotely while on the phone with them. It also dramatically 

shortens call length. 

 
Client Computer 
 

We have talked about the computer responsible for maintaining the database and performing other 

tasks related to POS. In this section we cover the computers that are responsible for sending 

transactions to the server computer. These systems are usually visible to the public and get the most 

use. Since they are not processing transactions from other systems, their hardware does not need to 

be as robust as the server computerôs. In addition, receipt printers are usually found connected to the 

client computers, since they are placed where the customers are being served.  

What Defines the Client Computer 

Any computer on the network on which the database does not reside is defined as a client computer.   

This system is only responsible for sending transactions to the server computer to be processed. If 

this system is removed from the network, normal operations will still occur since the database 

resides on the server computer. 

http://www.aldelo.com/
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Minimum/Recommended Requirements 

The requirements for the server are a little higher than the requirements for the client computer. 

Since the client does not perform as much processing as the server, the hardware does not need to be 

as fast. The minimum requirements are still the same but the recommended requirements change 

slightly. 

As before, the recommendations are guidelines when purchasing a system. Use these 

recommendations rather than the minimum requirements. If your restaurant is very busy, the 

recommended hardware may be insufficient. As always, consult with your reseller or call the Aldelo 

Sales Department with any questions you may have when purchasing your hardware. 

Software on the Client 

The most common configuration for client systems is to run Aldelo For Restaurants exclusively. 

The more software that is running on the system, the slower the response time may be when using 

the system. When a restaurant gets busy, this is not acceptable. Dell, HP, and other vendors may 

install software that will not be used and may slow the system down. Go through the system and 

remove any such software. Software that affects performance shows up in the lower right hand 

corner of the Windows
®
 Desktop. These programs use small portions of system memory and 

processor time to run continuously. If you see one that you do not use, uninstall it. 

 

Touch Screens 

All -In-One Terminals 

The all-in-one terminal contains everything the customer needs in a POS environment and is 

designed to make installation easier. These units usually come standard with many more ports than a 

standard PC. There are many advantages to these units including smaller footprint, more ports for 

devices, built-in accessories like MSR and customer display, and one manufacturer to contact for 

technical support. Normally you would have a manufacturer for the system, one for the touch 

screen, one for the MSR, and one for the customer display. Thatôs potentially 4 manufacturers to 

call if there is a hardware problem. With an all-in-one terminal, you make one phone call for all 

issues related to the terminal. 

Touch Monitors 

Touch monitors are just like normal monitors, except they are touch enabled. They support the 

typical POS screen resolutions found in the market. They require a VGA cable to be connected to 

the computer as well as a serial or USB cable connected to the appropriate port on the computer. 

The serial or USB connection is responsible for the touch features of the monitor. 

 

 

Printers 
 

Printers play a vital role in the POS environment. Restaurants and customers rely on printers to print 

receipts, reports, labels, and other forms of hardcopy transactions. Printers are necessary in a POS 

installation. Since there are many different kinds of printers, this section covers the different uses 

and types of printers that are found in many POS installations. 
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Interfaces 

Currently, there are four main interfaces for POS printers: Serial, Parallel, Ethernet, and USB. All 

are supported by Aldelo For Restaurants. Each has its advantages and disadvantages. These are 

covered in the following section. Most printers come with interfaces built-in, but others come with 

slots to accommodate switching interfaces if necessary. These are handy if your business needs 

change and you do not want to buy a new printer. 

Serial 

This is the most common interface found in restaurant POS printers since they are very inexpensive. 

Serial printers have also been around longer than any other interface type and will continue to find 

their way into installations for years to come.   

 

Serial printers have a maximum distance of 50 feet. Some serial printers can go even farther, but 

require a special serial port on the computer that sends the signal farther without errors. They are 

frequently used in kitchen applications where cables can be run from the front of the restaurant to 

the kitchen area.  

 

The downside to serial printers is the setup. Drivers must be installed, but there is also second step. 

Since serial printers rely on the computerôs COM port, the port settings must be configured correctly 

for the printer to operate. If the serial printer came with a manual, the settings should be listed. If the 

printer did not come with a manual, the manual can usually be downloaded from the printer 

manufacturerôs website. These settings are the baud rate, data bits, parity, stop bits, and flow 

control. The two most common mistakes in the settings are the baud rate and the flow control. The 

printer needs to be opened or print an internal test print, usually by holding down the ñFeedò button 

while turning it on to find the current settings. Every printer is different, so check the manual to find 

out how to do a test print. 

Parallel 

The parallel printer costs approximately the same as a serial printer, can go less distance, but has 

less setup.  The parallel printer is the second most installed interface type and is mostly used in 

receipt type applications where the printer is not far from the computer it is connected to. 

 

The main advantage of the parallel printer is the ease of setup. With parallel printers, you need only 

install the drivers provided by the manufacturer to get the printer up and running. Once installed, 

you should be able to print a Windows
®
 test page to verify that the printer is working properly. 

 

The disadvantage of a parallel printer is the distance. The parallel interface can only support a cable 

up to 25 feet from the computer. Since it has limited distance and is easier to setup, the parallel 

printer is usually used for receipt, bar, and label applications where distance is not a factor.   

 

Special devices can extend the range possible between the printer and the computer. The High 

Speed Parallel Line Extender from ATEN-USA connects to your printer and computer parallel 

ports. It uses a straight through phone cable to connect the devices together and can reach distances 

up to 1,000 feet. Since the device is relatively inexpensive, it is a good way to overcome the 

distance problem. 
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Another way to extend the distance is to use a print server. Print servers use TCP/IP for 

communications and therefore are not bound to the 25-foot limitation. Print servers come in many 

different types, from single port models to models with three or more ports. An example of a single 

port print server is the Netgear PS101. This allows your parallel printer to extend its distance up to 

300 feet away from the network hub or switch. Since they connect to the network, the print servers 

must be configured with an IP address as well as any other settings used in the network. 

Ethernet 

Ethernet printers are becoming more and more popular in POS installations since they can go further 

than serial and are not reliant on the computer to stay operational. They require more setup than 

parallel and about the same amount as serial. Setup for an Ethernet printer closely resembles setting 

up your computer to communicate on the network. Both use an IP address, subnet mask, and device 

name. The utility to configure these settings varies from manufacturer to manufacturer, but they all 

have ways to configure the printer to communicate on the network. 

 

There are two main advantages to Ethernet printers. The first is the distance. Ethernet printers can be 

installed up to 300 feet away from the hub or switch to which they are connected. This distance is 

enough to cover the needs of almost any application the restaurant may need. They use normal 

network cables. It is much easier to run these cables through walls and ceilings due to their smaller 

connector type. They use a normal RJ-45 connector, which fits through any nickel-sized hole. 

 

The second advantage is that it does not rely on the computer to continue to operate normally. Since 

serial and parallel printers connect to the computer, if the computer ever fails, the printers also fail. 

Ethernet printers connect directly to the network and are not affected by computer related issues. 

 

The disadvantage of Ethernet printers is the cost. They are more expensive than serial or parallel 

printers since the technology is relatively new. As the technology matures, the costs should go down 

and eventually compete with serial and parallel. Until then, these printers are considered luxury 

items and are often passed up in favor of the cheaper serial and parallel models. 

USB 

USB stands for Universal Serial Bus and is becoming the de facto standard for connecting any 

peripheral to a computer. Since they are extremely easy to install, these printers are becoming more 

popular for customers who do not want the hassle of settings or complex cabling. With USB, the 

drivers are installed and the printer is plugged into any USB interface on the computer. The USB 

interface is designed to be connected or disconnected while the computer is operational (ñhot 

swappingò). 

 

The advantage of USB printers is that almost all computers today have several USB ports. USB 

ports can be found on mini-computers that save valuable space in a restaurant environment. They 

are easy to install and the cables are very small, allowing for very clean installations. 

 

The disadvantages of USB are cost and distance. The cost of a USB printer is slightly more than a 

serial or parallel printer but not as much as an Ethernet printer. The downside to USB is the distance 

that the printer can be from the computer. The maximum distance is only about 14 feet. This limits 

the use of USB printers to roles that require or allow the printer to be close to its host computer. 
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Printer Roles 

Receipt 

One of the most important reasons for owning a POS system is to generate readable, error free 

receipts. Mistakes are made when things are hand written. Computer generated and printed receipts 

help to eliminate these mistakes. There are several different types of printers as discussed 

previously. Within each of the different interface types, there are still more options to choose from 

when purchasing a printer. For receipt printers, it is usually a good idea to use a thermal transfer 

printer due to its speed. Fast receipts are necessary when customers are waiting to pay their bills. 

The other option, dot matrix, is much slower and noisier, and often passed over in favor of the 

quicker and quieter thermal. 

Kitchen 

Along with error free customer receipts, you also need error free tickets to the kitchen to make the 

most of your POS investment. To accomplish this, a kitchen printer is used. With a kitchen printer, 

tickets are generated in a consistent and reliable manner, allowing the cooks to concentrate on what 

they do best. Since the kitchen is hot and susceptible to grease, oil, and steam, thermal tickets are 

not recommended. When a thermal receipt is subjected to high heat, it turns completely black. The 

option to thermal receipts is normal paper receipts printed by a dot matrix printer. These are not 

easily affected by heat and are much more durable in a kitchen environment. 

Bar 

Since there are usually not too many hot items in a bar, thermal printers work well. A thermal is also 

a good choice if you have an extremely busy bar and ticket speed is important. Dot matrix printers 

may also be used in bars. They are usually less expensive than thermal printers and work just as 

well. The one advantage of a dot matrix printer for bartenders is the fact that they can hear the ticket 

printing.  Sometimes this is a benefit when a bartender is working the shift alone and needs to attend 

to customers as well as a server drink station. 

Label 

Label printers are often used in pizza restaurants and places where takeout or delivery is common. 

These printers create labels for weighted food items, delivery addresses, barcode labels, and 

customer mailings. Currently, Aldelo For Restaurants supports two labels sizes:  1ò x 3ò and 4ò x 

1.5.ò Check www.aldelo.com for a list of label printers that have been tested to work with Aldelo 

For Restaurants. 

Report 

Most reports in Aldelo For Restaurants can be printed to a report printer. A report printer in the 

software can be any desktop printer that prints on 8.5ò x 11ò paper. These can be inkjet printers, 

laser printers, or dot matrix printers. Laser jet printers are recommended since the price of laser jet 

printers has become competitive with ink jet printers. Laser jets are much faster and do not require 

expensive and messy ink cartridges. They do require toner, but the amount of time between 

replacements is usually much longer than with ink cartridges. 

 

http://www.aldelo.com/
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MSR Readers 
 

MSR Readers allow customers to input information into the POS system quickly by using a plastic 

card with a magnetic stripe on the back. These devices can read one, two, or three tracks 

programmed on the cardôs magnetic stripe. The reader must be programmed to tell it how many 

tracks it is should read and where the end of each track is. A common configuration is track one 

starts with a percentage sign (%)  and ends with a question mark (?). Track two track starts with a 

semi-colon (;) and ends with a question mark (?). MSR Readers are connected to the system by a 

variety of interface types. 

Keyboard Interface 

The keyboard interface uses the keyboard port on your computer. The cable used for this device has 

a splitter on it so that you can also connect your keyboard to the computer. If you do not plan to 

have a keyboard connected to the system, it is important that you connect a keyboard terminator on 

the end of the splitter to simulate the presence of a keyboard on the system. 

USB Interface 

The USB interface is becoming a popular interface for the same reason all USB devices are 

becoming popular; ease of installation and availability of ports. Many systems today come with two 

or more USB ports, which can be expanded to allow as many as 127 devices connected to them 

through USB hubs and ñdaisy chaining.ò The USB MSR reader drivers must be installed before 

connecting the reader. 

Serial Interface 

The last type of MSR reader interface is serial. Like any serial device, there are settings that must be 

checked before the device will work. The correct COM port must also be selected or the device will 

not function in Aldelo For Restaurants. Again, the device drivers must be installed (if there are any) 

before the device is installed. Serial devices require the system to be restarted so the operating 

system has a chance to detect that the device has been installed. 

 

 

 

Tech Tip:  A good way to test this device is to open up Notepad and swipe an 

MSR card through the reader. If you see the contents of the card show up on the 

screen, then the device should be working correctly. 

 

 

Pole Displays 

Command Set 

The current command set supported by Aldelo For Restaurants is the UTC or Ultimate Command 

Set. This is the only command set supported by Aldelo For Restaurants at this time. When ordering 

a pole display, be sure to request that documentation be included regarding control codes. 
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Serial 

This is the most common type today. Some manufacturers design the pole display to work only on 

certain COM ports. Read the documentation carefully before attempting to install any pole display. 

There are usually no drivers to install with pole displays but again, always refer to the 

documentation before proceeding. 

 
Cash Drawers 

Printer Driven  

A printer driven cash drawer receives commands from the printer at specified times, allowing the 

cash drawer to open. Many different companies make printers and cash drawers, so it is important to 

verify that the two pieces of hardware will work together. Most manufacturers have documentation 

on what cash drawers and printers are compatible. When in doubt, contact the manufacturer for 

information on specific hardware combinations and cable requirements. 

 

Serial 

The serial cash drawer plugs into the COM port of the computer and acts like a normal serial device. 

Check the port settings against the documentation to make sure they are correct. There are control 

codes that must be set when setting the cash drawer up in Aldelo For Restaurants, so have the 

manual or guide that lists these control codes available for reference. 

 

 

MICR Readers 
 

A Magnetic Ink Check Reader (MICR) is used to quickly enter the checking account number and 

bank routing number from a customerôs check. It is useful if you plan to use the Aldelo For 

Restaurants Bad Check Tracking feature. Rather than having to key in your customerôs routing 

number and account number from the check, you can just slide the check through the reader. 

Keyboard Interface 

These devices work much like the MSR reader. The MICR reader comes with a splitter cable to 

allow connection of a keyboard to the computer along with the MICR device. Just as with the MSR 

Reader, if you do not want a keyboard connected to the computer, install a keyboard terminator on 

the end of the splitter cable to simulate the presence of a keyboard on the system. 

 

 

 

Tech Tip:  A good way to test this device is to open up Notepad and run a check 

through the reader.  If you see the account information show up on the screen, 

then the device should be working correctly. 
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Barcode Readers 
 

A barcode reader reads the information encoded into the various types of barcodes in use today and 

inputs it into the system. The most common type of barcode reader is the gun type. 

Keyboard Interface 

Again, this device plugs directly into a splitter cable to allow a keyboard to be connected at the same 

time. If you do not have a keyboard, connect a keyboard terminator to the splitter cable. 

USB Interface 

Install the drivers for the barcode reader, if necessary, and plug it into any available USB port. 

 

 

Tech Tip:  A good way to test this device is to open up Notepad and scan a 

barcode on any item you find. If you see the barcode information show up on the 

screen, then the device should be working correctly. 

 

 

Weight Scale 
 

The only weight scale currently supported by Aldelo For Restaurants is the Avery Berkel NCI 6700. 

The scale has a serial interface and comes in four different models. The scale weighs food items that 

sell by the pound. Weight scales are found mostly in deli-type operations. 

 
Caller ID 
 
Caller ID devices read information from the telephone company and send it to a software program to 

display to the user. Aldelo For Restaurants can display this information. These devices are available 

in two, four, and eight port models. Once installed, Caller ID information is available to all POS 

terminals on the network. If you use a single line Caller ID modem, only that station to which it is 

connected will have Caller ID information, as Aldelo For Restaurants does not support sending 

information to the other terminals using single line Caller ID devices. 

 

If Caller ID works in HyperTerminal, it should work in Aldelo For Restaurants. HyperTerminal 

comes with Windows
®
 and can be used to troubleshoot your modem. If the modem does not work, 

there are ways of getting the information development needs to add the modem to the list of 

supported modems.  

 

Coin Changer 
 

If you run a small retail shop in your restaurant or use Aldelo For Restaurants to run a retail store, 

you may need some way of quickly making change for your customer. Coin changers are very 

efficient at dispensing correct change quickly and accurately. These devices are simple to operate 

and reliable. Simply plug the unit in according to the manufacturerôs instruction manual.
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Chapter 2 
Network Hardware 
 

Physical Network 
 

With the need for more than one terminal comes the need to setup a network. This section describes 

different network devices and how they relate to a successful POS installation. 

Cabling 

One of the most underestimated pieces of the network is the physical cabling. If not done properly, 

the entire network becomes unusable. 

 

Aldelo Systems Inc. recommends having your cabling installed professionally. This is especially 

important if there are walls or other obstacles to contend with. Air conditioners and fluorescent 

lights are common culprits that can interfere with the signal, possibly causing network outages. 

 

If you prefer to do the cabling yourself, it is best to refer to the EIA/TIA 568 specifications. These 

can be found by searching Google for ñEIA TIA 568.ò Some places charge for the full document but 

enough free information can be gathered from various web sites to get the job done. 

 

The current standard for network cables is CAT5e or better. This allows you to grow to Gigabit 

Ethernet if you decide to upgrade in the future.  Use this cable in conjunction with RJ-45 connectors 

to wire your restaurant. 

 

In order to have enough places to connect your devices, imagine where you want your terminals and 

where you might want terminals in the future. This gives you a good idea of where you need to 

install your cable runs. Leave extra spots to plug in devices, since you never know what devices you 

may need in the future. Common practice is to use a two-plug receptacle allowing two connections 

to one wall jack.  This gives you more flexibility in the future. 

 

You also need to figure out where you want all your cables to terminate at the other end. If this is in 

a back office or closet, make sure it is clean and well ventilated for the hub/switch/router operation. 

Hardware 

When installing your network, connect the network cables from the individual devices to one central 

location so that everything can communicate. This job is accomplished through the use of several 

different types of devices. These are NIC cards, hubs, switches, and routers.  Routers can be used 

but are more common in larger networks that require more complex setup. 

NIC Cards 

The Network Interface Card (NIC) takes information passed to it by the other parts of the computer 

and translates it to a format that the network can use.  This format is used to pass it to other nodes on 

the network.  The most common type of NIC card is the 10/100 type, which means it can  
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communicate with either a 10Mb network or a 100Mb network.  Some systems recently have begun 

to ship with 10/100/1000 type cards which will enable you to transfer data up to 1000MB, or 1GB 

per second, assuming the rest of your network supports it.  For most applications, 10/100 is 

acceptable. 

Hubs 

A hub is the simplest device on a network. Its purpose is to relay information to other systems on 

the network. It does not perform any kind of data processing or intelligent routing of data. If 

information is received on one port of the hub, it is sent out to every other port in a shotgun fashion 

on the device, hoping that the data will get to the right place. These devices have lights on them that 

indicate if the hub is able to communicate with the device on the other end. The lights blink when 

data is present. 

 

As with NIC Cards, hubs come in different speeds. The most common type today (10/100) is 

capable of switching between 10Mb and 100Mb per second depending on the NIC card speed at the 

other end.  They also have Half/Full duplex capabilities. Full duplex is recommended to increase 

speed. Hubs are generally okay for networks that do not pass much information. 

 

Switches 

A switches is the intelligent cousin of the hub.  It performs the same work as a hub, but in a way that 

eliminates collisions. Collisions occur when two devices try to communicate at the same time on the 

network.  Since hubs do not prevent collisions, this becomes an issue when you have a busy network 

with several systems. 

 

Hubs have no information about who is where on the network, whereas switches maintain a table of 

who sent what on the network. This allows the switch to send the data only between the ports that 

are communicating. Combined with Full Duplex communication, collisions are eliminated. As with 

the hub, there are lights that indicate the status of each port on the device. Refer to the productôs 

manual for an explanation of the operation of the lights.  

 

Since switches are priced very competitively with hubs, switches really are the best choices for 

simple networking. 

Routers 

A router is used to communicate with separate networks that do not share the same subnet. This 

topic can get very advanced and is beyond the scope of this manual.  

 

The most common application for a basic router is on a DSL or cable connection to the internet. The 

device has simple, built in routing functions to connect you to the rest of the world. Some of Aldelo 

Systems Inc. other applications require knowledge of these devices. This is covered in each 

applicationôs respective manual. 

Wireless Access Points 

If you use the wireless edition of Aldelo For Restaurants software, you need wireless access points 

to allow the PDA to connect to the network. 
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The two main wireless protocols in use today are 802.11b and 802.11g. The 802.11b protocol is 

currently the most widely used, but 802.11g is gaining in popularity. The best solution at this time is 

to purchase a device that supports both protocols. These devices are widely available and are 

relatively inexpensive. They can be found at computer hardware retailers or stores such as Wal-

Mart, Staples, etc. 

 

 
Assembling Your Network 
 

Once you have installed your cabling and purchased all your hardware components, you can start 

connecting them to build your network.  This section assumes you have already installed Windows
®
 

XP Pro on your terminals with the default configuration. 

 

Since you already planned where you want your terminals, just place the terminals and connect 

them to the wall jacks you installed with patch cables. Short runs of Cat5e cable are used to connect 

devices to wall jacks or hubs/switches/routers. They can also be built to custom lengths by a cable 

installer. 

 

Once the terminals are connected to the network, connect the other ends of the connections to the 

hub/switch/router.  Place the hub/switch/router in an office or other secure location so that the 

cables cannot be accidentally disconnected by employees or through normal restaurant operations.  

Maintaining a clean environment around the hub/switch/router helps prevent dust or debris from 

causing problems with the device. Also, try to keep the amount of movement of the device to a 

minimum. Many times people place the device in a high traffic area, such as on a desk or a 

bookshelf, where other objects are coming and going, moving the device around. This could damage 

the cable connection to the device. It is good practice to mount the device with screws to prevent 

movement. 

Starting the Network 

When all the devices are connected to the network, turn everything on to begin testing. Most devices 

have lights to indicate that the device is connected and operating properly. Once the systems are 

running and Windows
®
 is fully booted up, configure your systems to participate on the same 

network. 
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Chapter 3 
Network Software 
 

Configuring Windows® for Networking 
 

This manual covers installation in Windows
®
 XP Pro. Aldelo Systems Inc. recommends that the 

operating system of the POS terminals be upgraded, if necessary, to Windows
®
 XP Pro. 

 

Windows
®
 XP Pro 

Windows
®
 XP comes in two versions: Windows

®
 XP Home and Windows

®
 XP Pro. In a business 

environment, Windows
®
 XP Pro is recommended. There are many features in Windows

®
 XP Pro 

that make setting up a network and configuring network settings much easier. Windows
®
 XP Home 

lacks some of the tools necessary to do a clean installation of Aldelo For Restaurants. 

 

To change the workgroup name: 

1. Click ñStartò 

2. Navigate to the ñMy Computerò icon and right click on it.   

3. Navigate to and click on the ñPropertiesò option at the bottom of the list. This displays the 

System Properties page. 

4. Click on the ñComputer Nameò tab. This displays the page where your network settings 

can be changed. 

5. Click on the ñChangeò button. Here you can change the computer name and workgroup 

name. 

6. Change the workgroup name to your desired name. 

7. Click OK. When the system prompts to restart, accept and allow the system to be restarted. 

 

To change the computer name: 

1. Follow the steps above and change the ñComputer Nameò field in step 5. 

 

To change the IP address of Windows
®
 XP Pro: 

1. Click ñStartò on the desktop. 

2. Navigate to and click on the ñControl Panelò icon in the menu. 

3. Click on the ñNetwork Connectionsò icon. 

4. Click on the ñLocal Area Connectionò icon.  This displays the Local Area Connection 

Status page. 

5. In the Name column, right-click on ñLocal Area Connection.ò 

6. Click on ñProperties.ò This displays the Local Area Connection Properties page. 

7. Highlight the ñInternet Protocol (TCP/IP)ò item.  The properties button becomes active. 

8. Click on the ñPropertiesò button.  This displays the Internet Protocol (TCP/IP) Properties 

page. 
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9. Click ñUse the following IP address:ò This activates the fields below the setting, enabling 

you to edit them. 

10. In the IP address field, enter the IP address you wish to use for this system, e.g. 

192.168.0.1. 

11. Press the ñTabò key on the keyboard and the ñSubnet maskò field populates automatically 

with the proper subnet mask. This value is usually correct. 

 
Testing Your Network 
 

Now that you have configured the network, you are ready to test to see if the network is operational. 

You can perform two tests. The first is to use the Ping command in MS-DOS.  Click on the ñStartò 

button, and then select the RUN option. Now type ñCommandò in the open field of the Run dialog 

screen. You will see the MS-DOS screen appear. Enter ñPING w.x.y.zò where wxyz is the IP 

address of another computer that you have specified earlier in the setup. For example, if you want to 

test the server computer from one of the other POS stations, use ñping 192.168.0.1ò then press the 

Return key on the keyboard to issue the command. Wait and see if there are any replies. In addition, 

check out the Packet Loss information. This value should be zero to denote that your network is 

successfully configured. If your Ping results returned failures, check your cabling and settings. If 

the problem persists, you will need to consult with a qualified network technician to check out your 

problem. 

 

Although the network setup and configuration procedures are quite simple, an experienced computer 

technician may be able to help you set up the network faster. Therefore, if you have any doubts as to 

the installation of the network, then it may be beneficial to have a qualified technician assist you or 

complete the job for you. 

 

In addition, the Windows
®
 network installation help information should be referenced during your 

network configuration, should have any questions. Windows
®
 XP Pro also has a Network 

Installation Wizard that might be helpful in assisting with the network configuration portion.
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Chapter 4 
POS Hardware Setup 
 

Setting Up the Terminal 
 

With All -In-One terminals, the setup should be very straightforward. Terminal manufacturers 

usually install everything for you before they ship the product. This includes the touch screen 

drivers, MSR drivers, customer display drivers, etc.  If you need assistance with installing drivers 

for the terminal, the manufacturer should be able to assist with the installation. 

 

If you use a touch screen separate from the computer, you must install the touch screen drivers. For 

instructions on how to do this, refer to the manufacturer documentation. 

 

 

Setting Up the POS Printers 
 

Before you can print receipts from Aldelo For Restaurants, you must set up the printers in the 

Windows
®
 Printer Folder. As with most other Windows

®
 based programs, Aldelo For Restaurants 

communicates with the Windows
®
 Printer Spool for management of the print jobs. This allows a 

print job to be redirected to another available printer if the selected printer is out of paper or cannot 

print for any reason. When this happens, you receive a message indicating that the selected printer is 

unavailable, allowing you to print to different a printer. 

 

Note: The print redirect only works if ALL the systems are Windows
® 

XP Pro. 

 

You must setup each of the printers that you wish to access from this current computer station. This 

includes a network printer resource or a locally attached printer. Follow the steps below to add your 

printer to the Windows
®
 Printer Folder. 

Windows
®
 XP Pro 

1. Click the ñStartò button located on your Windows
®
 taskbar. 

2. Navigate to and click on ñControl Panelò icon. 

3. Navigate to and click on ñPrinters and Faxes.ò  This displays the Printers page where all 

your installed printers are listed.  

4. Click on ñAdd Printerò in the Printer Tasks menu on the top-left side of the screen. This 

displays the Add Printer Wizard. 

5. Follow the wizard to install either the printer. Local Printers are physically attached to the 

station. Network printers are printers attached to the network through a computer that is on 

the network. Have the correct driver from the manufacturer available if the wizard prompts 

for it. 

6. Near the completion of the wizard, you will be prompted to print a test page. Be sure to 

print the test page to make sure that you have installed the printer successfully. 
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Tech Tip:  If you absolutely cannot get the drivers from the printer manufacturer, 

you can use the Generic Text Printer Drivers in Windows
®
 as a temporary 

replacement but it is recommended that the correct drivers be installed as soon as 

possible.  The functionality of your computer will be the same, although we 

cannot guarantee the printer will function as it would with the proper driver 

installed. 

 

Sharing Printers in Windows
®
 XP Pro 

1. Click on the ñStartò button on the Windows
®
 desktop. 

2. Navigate to and click on ñControl Panelò 

3. Navigate and click on ñPrinters and Faxes.ò  This will bring you to the Printers page. 

4. Right click on the printer you wish to share.  This will bring up a menu of options. 

5. Click on ñPropertiesò at the bottom of the menu.  This will bring up the properties of the 
printer. 

6. Click on the tab named ñSharing.ò  This will bring you to the page where you can change 

the sharing settings as well as install additional drivers for other operating systems that will 

be using this printer over the network. 

7. Click the ñShare Asò option.  This will enable the field next to it where you can enter a 

share name for the printer. 

8. Change the share name to something that is meaningful such as Kitchen1 or Bar1. 

9. Click ñApply.ò 

10. Click ñOK.ò 

 

 

Testing the POS Printers 
 

Once you have installed all your printers in Windows
®
 XP Pro, test to make sure that all computers 

can print to all printers attached to the network.  Remember that each system in the network must 

have all the printers installed in its Printers folder. For example, if you have three systems, each 

with a printer attached, make sure those three printers show up in each of the three systemsô Printers 

folders; one for the local printer connected directly to the machine and two that are installed as 

network printers. 

 

To test the printers on all the stations: 

1. In Windows
®
 XP Pro, navigate to the Printers folder. 

2. Right click on the printer you wish to test. This displays a menu with a set of options. 

3. Click on ñPropertiesò at the bottom of the menu. This displays the properties of the printer. 

4. Click on ñPrint Test Page.ò This sends a print job to the printer you are current working 

with. 

5. Repeat steps 2 thru 4 for each printer.  Make sure each of the test pages prints correctly. 

 

If you cannot print a test page, contact the printer manufacturer for assistance. 
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Setting Up the Cash Drawer 

Printer Driven  

Most cash drawers are connected to the printer by a four-wire cable resembling a phone cable.  

Make sure you have the correct cable for the drawer and that the drawer is compatible with the 

printer you connect it to. Call the manufacturer of the cash drawer if you are not sure. If the cable is 

permanently connected to the cash drawer, connect the other end of the cable into the cash drawer 

port of the printer.  These are easily identified by the shape of the port. 

 

 

Once you have the drawer connected to the printer, there should be instructions on how to open the 

cash drawer through a DOS command.  If you do not have these instructions, contact the 

manufacturer. 

Serial 

If you have a serial cash drawer, the setup is similar to that of other serial devices. The cash drawer 

has a power cable and a serial cable to connect to the computer. 

 

Make sure to turn off your system before installing any serial device. 

1. Connect the serial cable to the cash drawer and the computer. 

2. Connect the power cable to the cash drawer. 

3. Turn on the computer. 

4. Once the system is up and running, you should be able to open a DOS command box and 

issue commands to open the drawer. Refer to the manufacturerôs documentation for 

instructions. 

 

 

Setting Up the Customer Display 
 

Installing customer displays is similar to installing serial cash drawers. A power cable and a serial 

cable connect the customer display to the computer. Once connected, run some tests through DOS to 

ensure the device is working properly. One setting to make note of is the command set in use. The 

default command set for Aldelo For Restaurants is the UTC command set. 

 

If your customer display does not support this command set, make sure you have all the commands 

for the command set that the customer display supports. With this information, it is possible to 

configure Aldelo For Restaurants to use an alternate command set. 

 

 

 

Tech Tip:  Some customer displays will only allow you to install them on certain 

COM ports because some COM ports are powered COM ports instead of non-

powered.  Check with the manufacturer of the customer display to see if this may 

be the case. 
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Setting Up the MICR Reader 
 

Keyboard Interface 

To install the MICR Reader on this interface, the MICR Reader comes with a ñYò splitter that 

allows you to connect the keyboard and MICR device to the keyboard port at the same time. If you 

do not want to install a keyboard at the station, you may need to install a keyboard terminator. This 

device connects to a keyboard interface and simulates the presence of a keyboard.  Certain MICR 

Readers that do not have a keyboard or a keyboard terminator installed will not work. Please contact 

your hardware vendor for additional information about hardware configuration. 

 

USB Interface 

Some MICR Readers that use a USB interface will work with Aldelo For Restaurants. Check with 

your hardware vendor for instructions on how to set them up. 

 

 

Setting Up the MSR Reader 

Keyboard Interface 

To install a keyboard interface MSR, follow the same steps as described in the MICR setup.  

Connect the splitter to the computer or terminal, connect the MSR reader to the splitter, and connect 

either a keyboard or keyboard terminator to the splitter (if necessary). To test it, open Notepad in 

Windows
®
 and swipe a card through the MSR reader. If you see data written in Notepad, the device 

is working properly. 

Serial Interface 

To install a serial interface MSR reader, follow the same general steps as with any other serial 

device. 

1. Turn off the system. 

2. Connect the serial cable from the MSR reader to a COM port on the computer or terminal. 

3. Make sure that the deviceôs power cord is plugged in. 

4. Start the computer or terminal. 

 

To test the device, install the drivers that came with the MSR reader. Refer to the manufacturer for 

instructions on how to test the device in Windows
®
. 

USB Interface 

Some MSR Readers that use a USB interface will work with Aldelo For Restaurants. Check with 

your hardware vendor for instructions on how to set them up.
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Setting Up the Barcode Reader 
 

Currently, the keyboard interface barcode scanner is supported by Aldelo For Restaurants.  To 

install this device, follow the same instructions as many other keyboard interface devices. Install a 

splitter cable and then connect the barcode scanner as well as the keyboard or keyboard terminator 

to the splitter. 

 

 

Setting Up the Coin Changer 
 

Currently the USB version of the coin changer is supported. If you are using Aldelo For 

Restaurants, just plug the coin changer into any available USB port on the computer or terminal. 

There is also a power plug that must be attached to the coin changer. 

 

 

Setting Up Caller ID 

Modem 

Many modems have integrated Caller ID functions. Refer to the manufacturerôs instructions on how 

to install the modem. Internal modems require a card to be installed inside the computer and 

external modems require an open serial port. USB modems have not been tested with Aldelo For 

Restaurants and should not be used unless they can map to a COM port on the computer and will 

work in HyperTerminal. 

Multi -Line Caller ID Device 

If you need more than one line for incoming calls, install a multi-line Caller ID box. Aldelo For 

Restaurants supports many models. Follow the instructions below to install these devices. 

1. Turn off the computer or terminal. 

2. Connect the serial cable to the Caller ID device and to any COM port on the computer. 

3. Connect the power cable to the device and turn on the device. 

4. Connect any phone lines that you want to monitor. Label the lines for reference. 

5. Turn on the computer. 
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Chapter 5 
Software Setup 
 
Installing Aldelo For Restaurants 
 

Once you have your network and hardware setup, install the Aldelo For Restaurants software.  Make 

sure you have your CD handy and are able to install using a CD-ROM drive on each system; or you 

can transfer the files from the CD onto a USB drive to take with you to each system in the event that 

the systems do not have a CD-ROM drive. 

 

1. If you are using the CD method of installing, place the CD into the CD-ROM drive. The 

splash screen launches automatically. 

 

 

 
 

 

2. Select the software you wish to install. 

3. Walk through the install wizard and make sure to read the EULA carefully, as it has 

important information you should know about the product licensing. 

4. You are asked if you wish to install other tools that come with Aldelo For Restaurants. 

These tools assist in maintaining the database as well as other tools to help with language 

translation. 

5. Congratulations! You have successfully installed Aldelo For Restaurants. 
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Adjusting Windows® 
 

Proper Screen Resolution  

To operate Aldelo For Restaurants software efficiently, we strongly recommend that you change 

your Windows
®
 display settings to the suggestions mentioned below. You can still use Aldelo For 

Restaurants with a different display configuration, but use the suggested settings below for best 

results. 

 

In order for all of the screen components in Aldelo For Restaurants to fit properly, you must change 

the screen resolution to 800 x 600 pixels. To do this: 

1. Right Click your mouse anywhere on the desktop (where there isnôt an icon) and then, with 

the left mouse button, select ñProperties.ò   

2. Click on the ñSettingsò tab and change the Screen Resolution to 800 x 600 pixels. 

3. Click the ñApplyò button. 

 

 

 
 

16 Bit Color Palette or Better 

Although not required, we recommend that you set your color depth to 16 Bit or higher for better 

graphics display on your computer. To do this: 

1. Right Click anywhere on the desktop (where there is not an icon) and then, with the left 

mouse button, select ñProperties.ò 

2. Go to the ñSettingsò tab and change the Color Quality to 16 Bit or higher color. 

3. Click the ñApplyò button. 
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Small Font 96 DPI 

You should also change the computerôs font size to Normal Size 96 DPI. To do this: 

1. Right Click anywhere on the desktop and select ñProperties.ò 

2. Choose the ñSettingsò tab and click the ñAdvancedò button to change the font size 

attribute. 

3. Click the Apply button. 

 

 

 

 

 

 

 

 

 

 

Keep the Taskbar on Top of Other Windows Taskbar option 

By default, the Windows
®
 Taskbar is always present. With Aldelo For Restaurants, it is easier and 

safer to have the taskbar setting ñKeep the taskbar on top of other windowsò unchecked.  Please 

refer to the following page for additional settings that should be enabled for the task bar. To do this: 

1. Right Click on the ñStartò button on the Windows
®
 desktop. 

2. Select the ñTaskbarò tab. 

3. Make sure the box that says ñKeep the Taskbar on Top of Other Windowsò is NOT 
checked. 

 

TIP : If you have trouble with the above configurations, refer to Windows
®
 Help. 

Setting the Taskbar to Auto Hide 

For the best display, set your Windows
®
 Taskbar to Auto Hide. This prevents users from launching 

other programs while using Aldelo For Restaurants. By doing this, the taskbar is hidden whenever 

the cursor is NOT on the taskbar. Keep in mind, if the user has access to a mouse, he can open 

Windows
®
. 

 

1. Right Click on the Windows
®
 Taskbar then select ñProperties.ò 

2. Check the ñAuto Hideò check box. 

3. Click the ñApplyò button. 
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Multiple Languages 

Supported Languages and Special Multilingual Capabilities 

When using Microsoft Windows
®
 XP Pro, Aldelo For Restaurants has multilingual features that can 

be configured with ease. 

 

Aldelo For Restaurants software currently supports English, Spanish, and Chinese languages for 

100% of the screen interfaces, both in the POS and Back Office sections. However, you can still 

translate the software yourself. Aldelo Systems Inc. can supply a utility to assist you in translating 

the software to whatever language you desire. This is the Localization Manager Utility. It installed 

with Aldelo For Restaurants. The use of this utility is discussed later in this manual. 

 

In addition to supporting multiple languages, Aldelo For Restaurants can specify primary and 

secondary menu item and modifier names. You can use the English equivalent of the menu or 

modifier name in the primary language field, and another language equivalent in the secondary 

language field. 

 

A setting in system options (explained in later chapters) allows the guest receipt and screen output 

to show the primary language names while the kitchen receipt print out receives the secondary 

language (e.g. Spanish). Kitchen staff and wait staff speaking different languages is no longer a 

barrier, as the POS software allows the wait staff to enter the order in one language, while the 

kitchen staff receives the order in another language (of course, you must program the menu first for 

it to work). 

 

Another feature of the multilingual system, ñFollow-Me,ò displays the screen interface in your 

preferred language, as specified in your employee settings (explained in later chapters). The entire 

screen interface language changes to accommodate your preference.  

 

Additionally, ñFollow-Meò lets you define your menu and modifier name viewing options so that 

the employee can view both the menu items and modifiers in either the primary or secondary 

language. This way, when you have English as the primary language field of the menu items and 

Chinese as the secondary language field, an employee who has specified to view menu items in the 

secondary language will see all the menu items or modifiers in Chinese. Remember, if you use a 

language other than English, Spanish, or Chinese, you must use the Localization Manager Utility to 

translate the software. The secondary language field mentioned above can be used with any 

language, but any other part of the software will be in English, Spanish, or Chinese. If you use 

Windows
®
 XP Pro, you have native Chinese support without the need for translation software. For 

help setting this up, please refer to the Windows
®
 help system.  ñFollow-Meò technology enables 

different ethnic employees to work together and use the system with the language of their choice. 

Language Settings in Windows
®
 XP Pro 

Some languages require the language symbols or characters be entered into the software. Windows
®
 

XP Pro has native support for Asian languages when symbols are needed. Here we go over how to 

setup the language settings in Windows
®
 XP Pro. These settings must be changed to view the 

software in the language of your choice. 
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Adding Chinese in Windows
®
 XP Pro 

To add the Chinese language to Windows
®
 XP Pro, follow the steps below.  These steps assume you 

have the Windows
®
 XP Pro CD available. 

1. Click ñStartò on the desktop. 

2. Navigate to and click on ñControl Panel.ò 

3. Double click ñRegional and Language Options.ò 

4. Click on the ñLanguagesò tab. 

5. Select the ñInstall files for East Asian languagesò checkbox. 

6. Click ñApply.ò  You are prompted for the Windows
®
 XP Pro CD. 

7. Put the Windows
®
 XP Pro CD in the tray and click ñOK.ò This copies all the files needed 

for this language and prompts you to restart the system. 

8. Once the system is restarted, go back to Regional and Language Options in Control Panel. 

9. Click the ñAdvancedò tab and select the language of your choice. 

10. Click ñOKò but do not restart yet. 

11. Click the ñLanguagesò tab.  This displays the Text services and input languages. 

12. Click ñDetails.ò  This displays the Default input language settings. 

13. Click ñAdd.ò 

14. Select the language and keyboard layout of your choice, click ñOK,ò and restart the system. 

 

Spanish ALT codes 

To enter Spanish characters, use the codes provided by Windows
®
. Simply hold down the ALT key 

on the keyboard and type the number listed. 

 

 

  Capitals 

Á ALT+0193 

É ALT+0201 

Í  ALT+0205 

Ó ALT+0211 

Ú ALT+0218 

Ñ ALT+0209 

Ü ALT+0220 

 

 

 

  Lowercase 

á ALT+0225 

é ALT+0233 

í ALT+0237 

ó ALT+0243 

ú ALT+0250 

ñ ALT+0241 

ü ALT+0252 
 

 

  Punctuation  

¿ ALT+0191 

¡ ALT+0161 

« ALT+0171 (Left 

Angle Quote) 

» ALT+0187 (Right 

Angle Quote) 

ú ALT+0128 
 

 

Adding a New Font to Windows
®
. 

To display in a language other than what is listed in windows, or if you have trouble displaying your 

language, try installing a font that supports your language. Search the internet for a font that best 

suits your needs. There are hundreds of different fonts to choose from. Once you find an acceptable 

font, install it in Windows
®
 under the Fonts icon in the Control Panel. 
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To install a font, go to File > Install New Font. This displays the font selection screen where you 

specify the location of the new font to be installed. Once the font is installed, make sure to write the 

exact name of the font down for use in Aldelo For Restaurants. Enter the font name in Station 

Settings > General > System Language Settings. Receipts and reports, require ñfixed widthò 

fonts. These special fonts allow set column widths when printing columns of numbers. 

 

 

Registering & Activating Aldelo For Restaurants 
 

The first time you launch your software, it is in Demo mode. If the demo expires, the product 

registration window prompts you to enter your product registration and validation key. To register 

your software and receive your validation key, please register online or contact Aldelo Systems by 

calling 209-533-3711. You can also request registration via e-mail at contact@Aldelo.com  If you 

send in a request by e-mail, please be sure to provide your serial number,  restaurant name, 

street address, telephone number, city, state, zip code and the name of the owner of the 

restaurant.  Please be sure this information is completely accurate. The product registration is quite 

simple and quick. Just follow the instructions below for quick and easy registration. 

 

 

 

 
 

 

In the Aldelo For Restaurants Product Registration window, enter your serial number, restaurant 

name, street address, and telephone number exactly as you want it printed on the guest receipt. 

These fields are case sensitive, so be sure all information is correct (the street address should be just 

the address; no city or postal code should be entered). Be sure to enter the serial number including 

the dashes. Entering correct information during registration will avoid problems later on. 

mailto:contact@nextpos.com
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1. Locate the Dynamic License Number.  The Aldelo Support Technician will verify that it 

matches the Dynamic License Number we have on record. 

2. Once your Dynamic License Number matches the one we have on record, the technician 

will read you the Validation  Key. Enter this number. 

3. Click Register. 

 

If the registration is successful, you get a message stating so. If not, verify that dynamic license 

numbers match and your restaurant information is entered the same exact way you registered it with 

Aldelo Systems Inc. If you are still unsuccessful, contact Aldelo Systems Inc. for further assistance. 

 

Repeat these steps for each of your computers running Aldelo For Restaurants. Use the same 

registration information and validation key for all the licenses. 

 

If you ever need to change your restaurantôs telephone number or name, you must contact Aldelo 

Systems Inc. so that your registration can be updated to reflect the change.  If your restaurant 

changes ownership or address, you must contact Aldelo Systems Inc. A License Transfer 

Agreement must be signed and a fee may be due. The original copy must be mailed to Aldelo 

Systems Inc. to make the change legal, and so that the license can be re-registered under the new 

information. 

 

Internet Registration 

If you have access to the internet, you can register your software within seconds. Click the ñRegister 

via Internetò button to start the process. You need your serial number on the back of the DVD case 

to complete this process.  Make sure you fill in the information you want printed on the receipt.  Do 

not use cell phone numbers, home addresses, or temporary names, addresses, or phone numbers. 

Software Activation 

Once registered, you have 10 days to activate each station on the network. This is added protection 

to ensure your copy of Aldelo For Restaurants is genuine. This protects you from piracy and from 

people trying to sell the Aldelo For Restaurants product without a license. 

 

To activate each station, follow the steps below.  These steps assume you are in the Back Office and 

have already registered the software. 

1. Click ñHelpò on the menu bar. 

2. Click ñSoftware Activation.ò 

3. Follow the instructions provided by the Aldelo Support Representative or click ñActivate 

Via Internet.ò 

a. Activation via the internet is recommended The process is fast and convenient. 

4. Repeat steps 1-3 for each station on your network. 

 

If you cannot activate via the internet, you can call in to activate each station. 

 

Note: The serial number and license number can be found in Back Office > About. 
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Sharing the Database Folder 
 

In order for all stations to connect to the database, you need to share the folder where the database is 

located.  

Sharing in Windows
®
 XP Pro 

To share a folder in Windows
®
 XP Pro, follow the steps below. These steps assume you are the 

administrator on the machine. 

1. Open ñMy Computerò on the desktop. 

2. Click ñToolsò in the menu bar. 

3. Navigate to and click on ñFolder Options.ò 

4. Click the ñViewò tab. This displays the screen where you can change advanced settings. 

5. Click the ñShow hidden files and foldersò radio button in the Advanced Settings section. 

This  shows folders and files that are not normally visible.  

6. UNCHECK the ñUse simple file sharing (Recommended)ò box. This will allow the 

security tab to show when sharing a folder. 

7. Click ñApply.ò 

8. Click ñOK.ò   

9. Some folders now look somewhat transparent.  These are folders that were hidden before. 

10. Open up the ñC:ò drive in My Computer. 

11. Follow the path of ñDocuments and Settings\All Users\Application Data\Aldelo 

Systems\Aldelo Data\.ò 

12. Right click the folder named ñAldelo For Restaurants.ò 

13. Click on ñSharing and Security.ò 

14. Click the ñShare this folderò radio button and change the share name to ñAldelo.ò 

15. Click the ñPermissionsò button to display the ACL (Access Control List) for this folder. 

16. Make sure that the group ñEveryoneò has ñAllowò / ñFull Controlò permissions. If you 

require different permissions, consult with your network administrator. 

17. Click ñApplyò and ñOK.ò 

18. Click the ñSecurityò tab.  This shows the ACL for the folder security permissions. These 

are different from share permissions and must also be set. 

19. Make sure the ñEveryoneò group has ñAllowò / ñModifyò permissions.  If you require 
different permissions, consult with your network administrator. 

20. Click ñApplyò and ñOK.ò  

 

 

Selecting a Database 
 

After the registration process, you are prompted to select your startup database file (if you have not 

already done so). There are three choices. The first is Start With  Demo Database. Select this 

choice if you would like to start using the pre-programmed demo database. It is a good idea to check 

this box if you are not yet familiar with configuring or using Aldelo For Restaurants. Do not use the 

demo database to build your menu. This database is for demo purposes only and is removed when 

the software is uninstalled. 
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The second option is to Create A New Blank Database. Select this choice if you want to begin 

creating your own database, specific to your Restaurant. When you select this option, you are 

prompted to enter the name of your restaurant. This will also be the name of the folder and database 

file kept on your computer. Remember what you use for the name, as it may be needed in the future 

for troubleshooting purposes. Do not build your database on top of the Demo database; if you do 

and you uninstall your application, you database will be deleted. 

 

The last choice is I Will Select My Own Database. Select this choice if you have already created a 

database you want to link to it. 

 

Another option on this screen is Always Connect To This Database. Click this box if the database 

you  select is the database you will use every time you start Aldelo For Restaurants. Check this box 

unless you are just using a database temporarily. 

 

If the software cannot find the database defined in the registry, it will ask if you want to clear the 

registry so that you can select the database manually. 

 

To manually edit the database location in the registry, follow the instructions below. 

1. Click ñStartò on the Windows
®
 desktop. Click on ñRunò and type in ñregedit.ò 

2. This displays the registry editor. Go to HKEY_CURRENT_USER > Software > VB and 

VBA Program Settings > Aldelo For Restaurants > Version 3 (or ñVersion 4ò if you are 

using version 4 of Aldelo For Restaurants). 

3. Find the Registry Keys ñData Sourceò and ñForced Data Source.ò Double-click the name. 

4. On the Edit String screen, change the path accordingly, and click the ñOKò button. 

Creating a Database 

When you start the software for the first time, you may want to play with the demo database. Once 

you have a good feel for how you use the software, start creating your own database.  Do not use 

the demo database as a starting point. If you want to use items from the demo database, export them 

and import them into your new database.  Demo databases are deleted when the software is 

uninstalled. 
 

To create a new database, follow the steps below. These steps assume you are in the database 

selection screen. This screen has three options: Start with Demo Database, Create a New Blank 

Database, or I Will Select My Own Database. 

1. Click on ñCreate a New Blank Database.ò 

 

 

2. Click ñContinueò and enter the name of  the database. 

a. Only enter the name. The .mdb extension is not necessary. 

3. Click ñOKò and enter the information as requested. 

4. Once completed, you see the Store Settings and the Station Settings. Do not set anything 

yet. Click ñDoneò to skip past these pages. 

5. In the Back Office, click ñSetup.ò 

6. Navigate to and click on ñEmployee Setup.ò 

7. Navigate to and click on ñEmployee Files.ò  
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8. Create an Employee File for yourself and make sure to fill in and remember your access 

code.   Give yourself a security level of five to ensure you can navigate the system without 

restrictions. 

 

This database will be created in the directory of: 

 

C:\Documents and Settings\All Users\Application Data\Aldelo Systems\Aldelo Data\Aldelo For 

Restaurants\Databases\Live\[database name as folder name]\[database name]. 

Connecting to a Database over the Network 

When your database is ready for other machines to connect to it, make sure you have already setup 

the sharing permissions discussed earlier. This covers connecting to the database over the network 

in Windows
®
 XP Pro. 

 

To connect to a database on another computer, follow the steps below. These steps assume you have 

completed the folder sharing successfully and have tested to make sure you have access to the 

database. 

1. On a client machine, go to the Back Office of Aldelo For Restaurants. 

2. Click on ñData Source.ò This displays the warning for switching databases. 

3. Click ñYesò after reading the warning. The Database Selection screen displays. 

4. Click ñI Will Select My Own Database.ò 

5. Click ñAlways Connect To This Database.ò 

6. Click ñContinue.ò  This displays the Open File dialog box. 

7. Find and click on ñMy Network Places.ò 

8. Double-click on ñEntire Network.ò This displays some options for the network. 

9. Double-click on ñMicrosoft Windows Network.ò This displays the network workgroups. 

10. Double-click on the workgroup name.  This displays a list of computers in the workgroup. 

11. Double-click on the computer name that has the database stored on it. 

12. Double-click the ñAldeloò folder. This displays a list of folders in this shared folder (this 

assumes you have followed the naming convention recommended in the folder sharing 

section of this manual). 

13. Double-click on the ñDatabasesò folder. 

14. Double-click on the ñLiveò folder. 

15. Double-click on the folder with your database name as the folder name. 

16. Double-click on the file with the database name. 

 

This starts the process of setting this system up on the database. You are prompted with the Station 

Settings screen. Click ñDoneò to skip this and come back to it later. It is recommended that you 

check to make sure that the selected database is correct and that all information is correct. 

 

 



Software Setup 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

37 

 
Information Data Entry 
 

This section covers data entry and must be completed before using the software for the first time. 

The easiest way to complete this section is to follow along in the software and fill in each field after 

reading the explanation. If you need to find a screen in the software while you are following along, 

directions to the screen being explained are provided in the format of ñScreen 1 > Screen 2 > Screen 

3 > Screen 4.ò 

 

General Settings 

Postal Codes 

Description:  The purpose of this screen is to maintain all the postal codes that your restaurant 

services. 

Screen location:  Back Office > Setup > General Settings > Postal Codes. 

City : Enter the city associated with this postal code. 

State: Enter the state associated with this postal code. 

Postal Code: Enter the postal code associated with the city and state. 

Delivery Charge: Enter the delivery charge to be applied when this postal code is used. 

Delivery 
Compensation: 

Enter the driver compensation for delivering to this postal code. 
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Delivery Streets 

Description:  The purpose of this screen is to maintain the streets that your restaurant delivers to. 

Screen Location:  Back Office > Setup > General Settings > Delivery Streets. 

Street Name: Enter the name of the street.  

Addr ess From: Enter the first address on this street to which delivery is offered. 

Address To: Enter the last address on this street to which delivery is offered. 

Map Code: Enter a code for the street that you are defining (the code is user-created).  The 

map code defines a map location. For example, street maps usually have codes 

on them defining the vertical and horizontal coordinates on the map, such as B3 

or D2. Enter these codes into the software for each street, so that when the user 

calls up an address, the map code displays, allowing him or her to find it 

quickly on the map. 

Delivery Charge: Enter the charge for deliveries to this street. 

Delivery 

Compensation: 

Enter the driver compensation for deliveries made to this street. 

Postal Code: Enter the postal code for this street. 

No Delivery: Use this option when you do not offer delivery to this street. 

 

Cash Trays 

Description:  The purpose of this screen is to maintain all the cash trays (drawers) for your 

restaurant. 

Screen Location:  Back Office > Setup > General Settings > Cash Trays. 

Cash Tray ID: The ID number assigned to this cash drawer by the software . 

Cash Tray 

Name: 

This field allows you to name your cash trays (such as AM Bar for the Bar 

working the morning shift). This name does not appear when selecting the cash 

tray in the Main POS screen. 

Hide Cash 

Tray:  

This option hides the cash drawer from users in the Main POS screen. 
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Surcharges 

Description:  The purpose of this screen is to maintain the surcharges applicable in your restaurant. 

Screen Location:  Back Office > Setup > General Settings > Surcharges. 

Surcharge ID: The ID number the software assigns the Surcharge. 

Surcharge Name: Assign a name to this surcharge. This may be any name you wish. 

Surcharge Amount: Enter the amount of the surcharge. This number can be a dollar amount 

or percent. 

Amount Basis: Select a type for this surcharge. The type can be currency (a dollar 

amount), or a percentage. 

Waiver Min. Check Specify the minimum ticket dollar amount to waive the surcharge. 

Surcharge Description: Enter a description for the surcharge. 

Hide Surcharge: Hides the surcharge when it is no longer in use. 
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Discounts 

Description:  The purpose of this screen is to maintain all discounts used in your restaurant. 

Screen Location:  Back Office > Setup > General Settings > Discounts. 

Discount ID: The ID the software assigns this discount. 

Discount Name: Assign a name to this discount.  This may be any name you wish. 

Discount Amount: Enter the amount of the discount (a dollar amount or percent). 

Amount Basis: Select the basis on which this discount will be used. This can be 

Percent, Currency, or Maximum Amount Charged. Maximum Amount 

Charged only works with individual menu items, not the entire order. 

Discount Expire Date: This field allows you to specify a date on which this discount will 

expire. 

Min Ticket For 

Discount: 

Specify the minimum ticket amount before a discount can be given. 

Discount Group 

Definition:  

This feature is used for discounting grouped menu items. To enable this 

feature you must have created this discount using the Maximum 

Amount Charged amount basis. For example, if you have a hamburger, 

fries, and a Coke, you can discount the group as a whole. To set this up 

you must first assign a Menu Group Number to each item in your menu 

(this is on page two of the menu item editor). Assign a 1 to all 

hamburgers, a 2 to all fries,  and a 3 to all your drinks. Now return to 

the Discount that was setup and find the three dots under this field. 

Click on the three dots to bring up three consecutive keypads. On the 

first, define the group number of the item in this Discount Group. The 

next is the number of items that are allowed when applying this 

discount. The last is the maximum amount that the discount allows on 

this item before adding additional charges. Repeat this for every menu 

item that this Discount will be used for. 

Hide Discount: This option hides this discount if it is no longer in use. 

Exclude Bar Drinks:  This option prevents discounts on menu items marked as bar drinks. 

Discount Barcode: Enter a barcode number for this discount. If you have already created 

the barcode for the discount, simply place the cursor in this field and 

scan the barcode. 

Menu Item To 

Discount: 

This option allows you to define which menu item the discount is 

applied to when the discount is scanned using the barcode feature. For 

example, if you have 9 items on a ticket and you scan the discount for 

cheese pizza, it searches for the cheese pizza on the ticket and discounts 

every instance of that item.  This saves time when you have specials on 

certain items. 
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Bank Card Files 

Description:  This dialog box lets you maintain a list of bankcard files that you may associate with 

the bad checks you receive during operation of your restaurant. 

Screen Location:  Back Office > Setup > General Settings > Bank Card Files. 

Bank Name: Enter the bank name. 

Phone Number: Enter the phone number for the bank. 

Verify Funds By Phone: This option is reserved for future use. 

Hide Bank Card File: This hides this bank card file when it is no longer in use. 

 

Bad Check Reasons 

Description:  This dialog box lets you maintain a list of bad check reasons for association with the 

bad checks you receive during operation of your restaurant. 

Screen Location:  Back Office > Setup > General Settings > Bad Check Reasons. 

Bad Check Reason: Enter a reason the check received from the customer was bad.   

Hide Reason: When this reason is no longer valid, select this checkbox. 

 

Bad Check Penalties 

Description:  This dialog window allows you to maintain a list of bad check penalties that you may 

associate with the bad checks you receive during operation of your restaurant. 

Screen Location:  Back Office > Setup > General Settings > Bad Check Penalties. 

Bad Check Penalties: Enter a name for the bad check penalty. 

Penalty Amount: Enter the amount charged for this penalty. 

Hide Penalty: This hides the penalty when it is no longer in use. 
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Custom Printer Types 

Description:  This feature allows you to define your own custom printer types if they are not 

supported in the software. This gives you the capability of supporting any POS receipt printer, as 

long as you can find the Escape Control Codes for it. Refer to your printerôs user manual for the 

Escape Control Codes and convert them into Aldeloôs coding method. 

Screen Location:  Back Office > Setup > General Settings > Custom Printer Types. 

Based on This Printer: Choose the type of printer that this custom printer is based upon. 

Printer Type Name: Enter a name you for this printer.  The name can be anything you wish. 

Bold Font Code: Enter your printerôs code for bold font. 

Non-Bold Font Code: Enter your printerôs code for the font that is not bold. 

Large Font Code: Enter your printerôs code for large font. 

Small Font Code: Enter your printerôs code for small font. 

Red Font Code: Enter your printerôs code for red font. 

Non-Red Font Code: Enter your printerôs code for the font that is not red. 

Cash Drawer Code: Enter your printerôs code for opening the Printer Driven Cash Drawer 

(if supported).  

Line Feed Code: Enter your printerôs code for Line Feed. 

Auto Cut Code: Enter your printerôs code for automatic cutting of the paper when the 

printer is finished printing (if supported). 

Buzzer Code: Enter your printerôs code for the buzzer that activates when the printer 

is finished printing (if supported). 

Small Font Columns: Enter the maximum number of small font characters that can print per 

line. 

Large Font Columns: Enter the maximum number of large font characters that can print per 

line. 

 

How To Convert Control Codes 

The fields in the custom printer types are coded in a different method than the actual codes you find 

in your printerôs user manual. Convert your control codes to the softwareôs method of coding. 

Below is an explanation of how to convert these codes. 

 

The fields in the Custom Printer Types are coded in decimal values.  If your printer control code for 

line feed is LF , which is 10 in decimal value, format it to three digits, and then precede it with an 

upper-case C character.  For example, LF  will actually be entered in the Line Feed field as C010. 

The same applies to printer control codes that have multiple word combinations, such as ESC p. 

Simply figure out the converted code for ESC, then figure out the converted code for p, and put 

them together in the appropriate field. This converts to C027C112. 
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Code Conversion Chart 

Below is a chart that makes converting the codes easier. 

 

Character HEX DECIMAL Character HEX DECIMAL

NUL 0 000 ! 21 033

SOH 1 001 " 22 034

STX 2 002 # 23 035

ETX 3 003 $ 24 036

EOT 4 004 % 25 037

ENQ 5 005 & 26 038

ACK 6 006 ' 27 039

BEL 7 007 ( 28 040

BS 8 008 ) 29 041

HT 9 009 * 2A 042

LF 0A 010 + 2B 043

VT 0B 011 , 2C 044

FF 0C 012 - 2D 045

CR 0D 013 . 2E 046

SO 0E 014 / 2F 047

SI 0F 015 0 30 048

DLE 10 016 1 31 049

DC1 11 017 2 32 050

DC2 12 018 3 33 051

DC3 13 019 4 34 052

DC4 14 020 5 35 053

NAK 15 021 6 36 054

SYN 16 022 7 37 055

ETB 17 023 8 38 056

CAN 18 024 9 39 057

EM 19 025 : 3A 058

SUB 1A 026 ; 3B 059

ESC 1B 027 < 3C 060

FS 1C 028 = 3D 061

GS 1D 029 > 3E 062

RS 1E 030 ? 3F 063

US 1F 031 @ 40 064

SP 20 032  
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(continued) 

 

Character HEX DECIMAL Character HEX DECIMAL

A 41 065 a 61 097

B 42 066 b 62 098

C 43 067 c 63 099

D 44 068 d 64 100

E 45 069 e 65 101

F 46 070 f 66 102

G 47 071 g 67 103

H 48 072 h 68 104

I 49 073 i 69 105

J 4A 074 j 6A 106

K 4B 075 k 6B 107

L 4C 076 l 6C 108

M 4D 077 m 6D 109

N 4E 078 n 6E 110

O 4F 079 o 6F 111

P 50 080 p 70 112

Q 51 081 q 71 113

R 52 082 r 72 114

S 53 083 s 73 115

T 54 084 t 74 116

U 55 085 u 75 117

V 56 086 v 76 118

W 57 087 w 77 119

X 58 088 x 78 120

Y 59 089 y 79 121

Z 5A 090 z 7A 122

[ 5B 091 { 7B 123

\ 5C 092 | 7C 124

] 5D 093 } 7D 125

^ 5E 094 ~ 7E 126

_ 5F 095 del 7F 127

` 60 096  
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Table Setup 

Dine-In Table Groups 

Description:  The purpose of this screen is to specify the sections or table groups of your restaurant. 

Up to 10 groups may be added. If a group is not added, it will not show up on the table selection 

screen. This step must be completed before any tables can be created. 

Screen Location:  Back Office > Setup > Table Setup > Dine-In Table Groups. 

Table Group No. # This field specifies the name of the table group. 

Add:  Adds a table group if one has not already been specified for this number. 

Edit:  Edits a table group that has already been created. 

Delete: Deletes a table group that has already been created. You cannot delete a 

table group that has tables assigned to it. Assign these tables to another 

group before deleting the target table group. 

 

 

Table Group Editor  

Description:  The purpose of this screen is to edit a table group you have already created. 

Screen Location:  Back Office > Setup > Table Setup > Dine-In Table Groups > Edit. 

Table Group 

Name: 

This field specifies the name of the table group. 

Group 1 Name: This field specifies the name of the first tip sharing group. An example is 

ñHostess.ò 

Group 1 Percent: This field specifies the percent of tips shared with this group. 

Group 2 Name: This field specifies the name of the second tip sharing group. An example is 

ñBus Person.ò 

Group 2 Percent: This field specifies the percent of tips shared with this group. 

 

 

 

Tech Tip: In order to see the Table Group Tip Sharing fields, enable the option 

in Back Office > Other > Enable Table Group Tip Sharing. 
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Dine-In Tables 

Description:  The purpose of this screen is to create, edit, assign and arrange tables in each of the 

table groups defined. 

Screen Location:  Back Office > Setup > Table Setup > Dine-In Tables. 

Assign Table: This drop-down list specifies the employee you wish to assign tables to. If 

no tables are assigned to this employee, no green or red tables display on the 

screen. Green means the table is assigned to this person; red means the table 

is assigned to someone else and is not available for assignment. 

Table Groups: This drop-down list specifies the current table group you are working in. 

The list is generated from the table groups already defined. 

Assign Table 

[Name], [Job Title]:  

This button assigns tables that have been selected. Tables must be selected 

before clicking this button. 

Clear Table: This button clears all table assignments. 

Table Grid 

Buttons: 

These buttons represent tables that can be created or tables that have been 

created. Tables that have been created have a name associated with them. 

New tables are blank. 

 

 

 

Tech Tip: To move tables around quickly, right click, drag, and drop the table 

into a new position. 
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Dine-In Table Editor 

Description:  The purpose of this screen is to create and edit specific properties of a table. 

Screen Location:  Back Office > Setup > Table Setup > Dine-In Tables > Table 

Dine-In Table Name: This field specifies the table name. 

Total Seats (12 Max For 

Visual Seating): 

This field will specifies the number of people that can sit at this table.  

Reservations cannot be made for more people than this number 

specifies. 

Average Table Usage 

Minutes: 

This field specifies the average number of minutes a table is usually 

occupied. This is used when creating reservations. 

Picture: This field specifies the icon of the table. 

Smoking Section: This field specifies if this table is a smoking table. 

Near Windows: This field specifies if this table is near a window. 

Booth Seating: This field specifies if this table is a booth. 

Private Seating: This field specifies if this table is in a private area. 

Hibachi Table This field specifies if this table is a Japanese hibachi table. 

Hibachi Table Style: This drop-down list specifies which direction the table faces. 

Hibachi Left , Top, 

Bottom, Right Side 

Seats: 

This drop-down list specifies how many people can sit on each side. 

Hibachi Can Bridge To: This option specifies which table can be connected to this hibachi 

table. 

Hibachi Bridge Seats: This option specifies how many seats are created as a result of 

bridging. 
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Employee Setup 

 

Job Titles 

Description:  This screen lets you define the job titles your restaurant has. Be sure to create as many 

job titles as necessary, since you are assigning them to employees. 

Screen Location:  Back Office > Setup > Employee Setup > Job Titles. 

Job Title: Enter a Job Title name, for example, ñManager.ò 

Default 

Security Level: 

The system assigns this default security level when a new employee is created 

with this job title. This may be changed later in the employeeôs file, if necessary. 

Default Pay 

Basis: 

The system assigns this default pay basis when a new employee is created with 

this job title. This may be changed later in the employeeôs file, if necessary. 

Default Pay 

Rate: 

The system assigns this default pay rate when a new employee is created with 

this job title. This may be changed later in the employeeôs file, if necessary. 

Default 

Receive Tips: 

This option assigns tips to this job title by default. This may be changed later in 

the employeeôs file, if necessary. 

Hide Job Title: This option hides this job title when no longer in use. 
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Employees > General 

Description:   This tab specifies general information about an employee. 

Screen Location:  Back Office > Setup > Employee Setup > Employee Files > General 

First Name: Enter the first name of your employee. 

Middle Initial:  Enter the middle initial of your employee. 

Last Name: Enter the last name of your employee. 

Tax Account No. Enter the number used for tax purposes. 

Area Code + Phone # Enter the area code and phone number of your employee. 

Mailing Address: Enter the mailing address of your employee. 

Postal Code: Enter the mailing postal code of your employee. 

Job Title: Choose a job title for this employee. If you have not created job titles 

previously, click the icon to the right of the drop-down menu. 

Access Code: Enter the access code employees use to identify themselves to the system. 

This cannot be changed if employee has an open staff bank. If using MSR 

cards for system access, employees should not have access to this number. 

Security Level: Assign a security level to this employee. A typical setup is: 

1:  Cooks, Janitors, Dishwashers (those who do not use system often). 

2:  Hosts/Hostesses (use the system but do not enter orders). or deal 

in money exchange. 

3:  Wait Staff (take orders and exchange money with customers). 

4:  Managers and Senior Wait Staff. 

5:  Owners and General Managers. 

MSR Card: Swipe an MSR card and have the card associated with this employee. To 

use magnetic cards, put the cursor in the MSR Card field and swipe the 

card through the card reader. This sets up the scan code for the employee. 

Preferred Language: Choose the language this employee prefers when working with the 

system. 

Order Entry Sec. 

Lang: 

This option allows you to enable a secondary language.  When enabled, 

the user sees the secondary language in the menu item editors secondary 

language field, and any other secondary language fields in the software. 

Employee is Driver: Choose if this employee is a driver for delivery orders. 

Staff Bank Use Staff 

Cash Drawer 

This setting will allow this employee to use a cash drawer instead of the 

standard operations for Staff Bank.  This feature relies on two other 

features to work.  The registry ñStaff Cash Drawer User Serial Portò must 

be enabled and the Cash Drawer installed on the correct serial port.  When 

this employee starts his/her staff bank, he/she will be asked if they want to 

use a Cash Drawer or Staff Bank.  Select ñCash Drawerò to use the local 

serial driven cash drawer. 

Holiday Pay Scale: This drop-down list specifies the rate paid when employee works a 

holiday. 

Work Schedules: This button is a quick access to the employee schedules screen. 
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Employees > Payroll 

Description:  This tab has a host of options related to payroll, as well as other functions in the 

software. 

Screen Location:  Back Office > Setup > Employee Setup > Employee Files > Payroll 

Hired Date: Enter the employee hire date in the MM/DD/YYYY  format. 

Terminated Date: Enter the date employee was terminated or released from employment. 

Pay Basis: Choose the pay basis for this employee.  If you choose Salaried, the 

employeeôs schedule is not automatically enforced. 

Pay Rate: Enter the rate of pay the employee receives, based on the pay basis. 

Tips Received: This option enables the pop-up window to ask the employee how much 

they earned in tips as they clock out. This information is recorded in the 

Server Gratuity Report. 

Use Staff Bank: This option enables this employee to use Staff Bank as the means of 

taking and settling orders. If enabled, this employee will ALWAYS pay 

to their staff bank when settling their orders. Use this option if your 

employees carry money collected from customers until the end of the 

shift. 

Use Hostess Features: This option enables this employee to assign tables, assign tabs, perform 

reservations, add customers to a waiting list, and use paging features. It 

enables the ñHostessò button in the table selection screen. 

Schedule Not 

Enforced: 

This option disables the prompt for the managerôs access code when 

clocking in and the employee is not on the schedule. 

Is A Server: This option includes this employee as a server in the reports section and 

in the lists that the hostess uses to assign tables. 

Cannot Finalize 

Cashier Out: 

This option disallows the employee from finalizing a cashier out 

operation. It disables the ñDoneò button in the cashierôs money count 

screen. 

Allow Create / Replay 

Emails: 

This option will allow this employee to participate in using the internal 

Aldelo For Restaurants e-mail system. 

Disallow Create / Edit 

Dine-In Orders: 

This option disallows the employee from creating or editing Dine-In 

Orders. 

Disallow Create / Edit 

Bar Tab Orders: 

This option disallows the employee from creating or editing Bar Tab 

Orders. 

Disallow Create / Edit 

Take Out Orders: 

This option disallows the employee from creating or editing Take Out 

Orders. 

Disallow Create / Edit 

Drive-Thru  Orders: 

This option disallows the employee from creating or editing Drive-Thru 

Orders. 

Disallow Create / Edit 

Delivery Orders: 

This option disallows the employee from creating or editing Delivery 

Orders. 

Hide Employee: This option hides the employee from the system. 
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Employees > Driver 

Description:  This tab specifies information about the employee that pertains to his or her ability to 

make deliveries. 

Screen Location:  Back Office > Setup > Employee Setup > Employee Files > Driver 

Driver License 

Number: 

Enter the driverôs license number. 

Driver License 

Expires: 

Enter the date the driverôs license expires. 

Car Insurance 

Carrier:  

Enter the name of the driverôs insurance company. 

Insurance Policy 

No. 

Enter the policy number the insurance company has provided to the driver for 

coverage. 

Insurance Policy 

Expires: 

Enter the date that the driverôs insurance policy expires. 

Insurance Policy 

Notes: 

Enter any notes you may want to record for this insurance policy. Below this 

option is a time stamp icon that enters the date and time the note was recorded. 

Clock Button: This button time-stamps an entry in the Notes field. 

 

Employees > Notes 

Description:   This tab specifies information about the employee that managers have entered that is 

not already tracked by Aldelo For Restaurants. 

Screen Location:  Back Office > Setup > Employee Setup > Employee Files > Driver 

Employee Notes: Enter any notes about this employee that you may want to keep on record. 

Printer Button:  This prints the contents of the Employee Notes field to the report printer. 
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Employee Schedules 

Description:  This screen is used to create employee work schedules. You can have as many 

scheduled weeks as you need. 

Screen Location:  Back Office > Setup > Employee Setup > Employee Schedules 

This filters employees 

by job title. 

This is the current list 

of employees. 

You can add or edit 

weeks here. 

This deletes the 

currently selected 

workweek. 

 

 
 

This shows hidden 

employees. 

This copies an already 

created schedule to 

this employee 

schedule. 

This includes this day 

in the next ñAddò 

operation performed. 

This edits the currently 

selected schedule time 

for this day. 
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Employee Schedules (cont.) 

 

 

 
 

This shows the total number of hours of each type when creating the schedule. This is updated as 

soon as the hours are adjusted, to give a live representation of the employeeôs schedule. 
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Menu Setup 

Menu Categories 

Description:  Menu categories are used for reporting purposes only.  They have nothing to do with 

the visual display of the menu in the Order Entry screen. Assign each menu item to a specific menu 

category, which is shown when you create a sales report to find out how much of each menu 

category has been sold. For example, if you put all of your Beer and Wine in a category called 

Drinks, then a Sales By Category Report will show the summary total of the Drinks category sales 

information. 

Screen Location:  Back Office > Setup > Menu Setup > Menu Categories 

Menu Category: Enter a name for this category. 

Hide Menu Category: This option hides this menu category when no longer in use. 

 

Pizza Builder Setup > Sizes 

Description:  This screen defines all the pizza sizes your restaurant offers. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > Sizes 

Sizes: This option automatically checks the selected sizes when you create 

toppings and pizzas in the toppings and pizza screens. 

Output Name: This field specifies the name the kitchen sees when the chit prints. If this 

field is left blank, the normal pizza size name is used. 

Secondary Language: This field specifies the secondary language name of the pizza size. 

 

Pizza Builder Setup > Crusts 

Description:  This screen will define all the pizza crusts that you offer.  You can Add and Edit 

crusts from this screen.  You can either click ñAddò or ñEditò or double click on the item you wish 

to edit. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > Crusts 

Add:  This button will allow you to add a new crust type. 

 

Pizza Builder Setup > Crusts > Add 

Description:  This screen will specify the information to use on a new crust type. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > Crusts > 

Add 

Pizza Crust: This field specifies the crust name. 

Secondary 

Language: 

This field specifies the secondary language name of the crust. 

Crust Price: This field specifies the additional price of the crust (may be left 

blank). 
 

Edit:  This button displays the Menu Modifiers screen with this item selected. You can edit this 

crust from here. 
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Pizza Builder Setup > Toppings 

Description:  This screen defines the pizza toppings your restaurant offers. Click ñAddò or ñEdit,ò 

or double click on the item you wish to edit. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > Toppings 

Add:  This button allows you to add a new topping. 

 

Pizza Builder Setup > Toppings > Add 

Description:  This screen specifies the information to use on a new topping. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > Topping 

> Add 

Pizza Topping: This field specifies the name of the topping. 

Secondary 

Language: 

This field specifies the secondary language name of the topping. 

Sizes: This option automatically creates toppings of the selected sizes 

when you click ñOK.ò 

Topping Price: This field specifies the price of the topping for this size. 
 

Edit:  This button displays the Menu Modifiers screen with this item already selected. You can 

edit this topping from here. 
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Pizza Builder Setup > Pizzas 

Description:  This screen defines the pizzas your restaurant offers.  Click ñAddò or ñEdit,ò or 

double click on the item you wish to edit. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > Pizzas 

Add:  This button adds a new pizza menu item. 

 

Pizza Builder Setup > Pizzas> Add 

Description:  This screen specifies the information to use on a new pizza type. 

Screen Location:  Back Office > Setup > Menu Setup > Pizza Builder Setup > 

Pizzas > Add 

Pizza Name: This field specifies the name of the pizza. 

Secondary 

Language: 

This field specifies the secondary language name of the pizza. 

Menu 

Category: 

This drop-down list specifies the Menu Category for the pizzas. 

Menu Group: This drop-down list specifies the Menu Group these pizzas 

belong to. 

Sizes: This option automatically creates pizzas of the selected sizes 

when you click ñOK.ò 

Output Name: This field specifies the name the kitchen sees when the chit 

prints. If this field is left blank, the normal pizza size name will 

be used. 

Secondary 

Language: 

This field specifies the secondary language name the kitchen 

sees. 

Pizza Price: This field specifies the price of the pizza for this size. 
 

Edit:  This button displays the Menu Item Editor with this item already selected. You can 

edit this pizza from here. 

Menu 

Items: 

This button displays the Menu Item Editor so that you may edit any menu item in the 

system. This is a shortcut. 

 



Software Setup 

Copyright © 1997 ï 2007 Aldelo Systems Inc. All Rights Reserved. 

57 

 

Modifier Builder Template Setup 

Description:  This screen is used to create templates of modifiers to assign to menu items. 

Unlimited templates may be created with custom categories and modifiers for each template.  

Screen Location:  Back Office > Setup > Menu Setup > Modifier Builder Template Setup 

This is the name of the 

template. You can 

create as many 

templates as needed. 

This creates a new 

template and allows a 

name to be entered. 

This saves the new 

template once you 

enter a name. 

This creates a new 

template based on the 

currently selected 

template. 

 

 
 

These categories 

organize your 

modifiers into groups. 

This edits the category. This is a modifier in 

the currently selected 

category. 

This deletes the 

currently selected 

template. 
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Modifier Builder Template Setup > Edit Category 

Description:  This screen is used to create templates of modifiers to assign to menu items. 

Unlimited templates may be created with custom categories and modifiers for each template.  

Screen Location:  Back Office > Setup > Menu Setup > Modifier Builder Template Setup > 

Template Name 

Button Icon 

 

 
 

This specifies the name of the category. This specifies the default type of modifier to 

select when this category is selected. 

 

 
 

This specifies the number of selections that 

must be made before the user is allowed to 

select another category. 

This specifies the number of modifiers that are 

allowed for this category before the user is not 

allowed to select any more modifiers. 
 

 


